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NOTICE OF FINAL RULEMAKING
TITLE 20. COMMERCE, FINANCIAL INSTITUTIONS, AND INSURANCE
CHAPTER 2. DEPARTMENT OF WEIGHTS AND MEASURES

PREAMBLE

Sections Affected Rulemaking Action
R20-2-701 Amend
R20-2-702 Amend
R20-2-708 Amend
R20-2-709 Amend
R20-2-710 Amend
R20-2-711 Amend
R20-2-714 Amend
R20-2-715 Amend
R20-2-716 Amend
R20-2-717 Amend
R20-2-718 New Section
R20-2-719 New Section
R20-2-750 Amend
R20-2-751 Amend
R20-2-752 Amend
R20-2-753 Amend
R20-2-755 Amend
R20-2-757 Amend
R20-2-758 Repeal
R20-2-759 Amend

Table A New Table
R20-2-760 Amend
Table 1 Amend
Table 2 Amend

The statutory authority for the rulemaking, including both the authorizing statute

(general) and the statutes the rules are implementing (specific):
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Authorizing statute: A.R.S. § 41-2065(A)(4) and (D)
Implementing statute: A.R.S. §§ 41-2083 and 41-2122
The effective date for the rules:
Under A.R.S. § 41-1032(A)(1), the rules, except as noted below, will be effective
when filed with the Office of the Secretary of State. Under Laws 2005, Ch 104, standards

for motor fuel were changed. An immediate effective date is needed to implement the
new standards on November 1, which is the beginning of the winter driving season. The
immediate effective date will preserve public health by ensuring greater use of cleaner
burning gasoline.

As indicated in the rule text, subsections of R20-2-701, R20-2-702, R20-2-751,
R20-2-755, and R20-2-759, and Tables 1 and 2 will not become effective until Arizona's
State Implementation Plan (SIP) dealing with CARB Phase 3 Reformulated Gasoline and
shortening the winter season is approved by the EPA.

List of all previous notices appearing in the Register addressing the final rules:
Notice of Rulemaking Docket Opening: 11 A.A.R. 2451 (July 1, 2005)
Notice of Proposed Rulemaking: 12 A.A.R. 1518 (May 12, 2006)

The name and address of agency personnel with whom persons may communicate

regarding the rulemaking:

Name: Duane Yantorno
Address: Department of Weights and Measures
4425 West Olive, Ste. 134
Glendale, AZ 85302
Telephone: (623) 463-9942
Fax: (623) 939-7825
E-mail: Dyantorno@azdwm.gov
An explanation of the rules, including the agency’s reasons for initiating the

rulemaking:

In consultation with the Department of Environmental Quality, the Department

of Weights and Measures is changing fuel formulation, quality assurance, and other
requirements related to CBG (Cleaner Burning Gasoline) and conventional motor fuel to
reflect recent legislative changes and industry standards. The Department is also making
the rules more clear, concise, and understandable.

The following changes are made so the rules are consistent with recent statutory

changes:



Includes statutory definitions, some of which have been changed for language
consistency;
Clarifies the definition of "gasoline" to exclude E85;
Clarifies that E85 is a motor fuel rather than gasoline;
Establishes labeling and dispenser requirements for motor fuel dispensing sites that
dispense E85;
Establishes reporting requirements for producers of E85;
Includes statutory requirements for biodiesel;
Prohibits use of MTBE in motor fuel;
Recognizes a downstream tolerance of a maximum 3.7 weight percent oxygen for
fuel ethanol including test method reproducibility;
Establishes the maximum vapor pressure allowed for Arizona CBG in February and
March;
Shortens the winter oxygenate season to November 1 through January 31 rather than
November 2 through March 31;
Allows use of CARB (California Air Resources Board) phase 3 reformulated
gasoline as an alternative standard for motor fuel in the CBG-covered area; and
Adopts use of the CARBOB (California Reformulated Blendstock for Oxygenated
Blending) model for certifying an alternative formulation of AZRBOB (Arizona
Reformulated Blendstock for Oxygenated Blending) and fuel ethanol.

The following changes are designed to provide flexibility to the industry,

facilitate use of E85, and protect the public and the environment:

Establishes standards for E85 (fuel ethanol);

Establishes specifications for fuel ethanol to be used as a blending component with
AZRBOB or Arizona CBG;

Requires producers outside the CBG-covered area to ensure that a motor fuel
produced or offered for sale meets motor-fuel specifications and to certify its octane
number;

Reduces the amount of sulfur allowed in Arizona CBG to 80 ppm;

Requires a registered supplier, third-party terminal, or pipeline that has submitted a
quality assurance/quality control plan to the Department to resubmit the plan if

significant changes are made to the plan;



o Allows a registered supplier to contract with an independent third party to perform

the required quality assurance sampling and testing of AZRBOB after the addition of

fuel ethanol, subject to approval by the Director;

o Establishes additional test methodologies for use in certifying Arizona CBG and

AZRBOB; and

e Allows use of alternative test methodologies approved by the Director if required

correlations are done.

As noted in the text of the rules, the following subsections and Tables will not

become effective until EPA approves Arizona's revised State Implementation Plan

regarding use of CARB 3 and shortening the winter season.

Section Subsection Subject Matter SIP required to be
approved
R20-2-701 Definition of “PM” or CARB 3
“Predictive Model Procedures”
R20-2-702(9), (11), and (12) Materials incorporated by CARB 3

reference

R20-2-751 (A)(6)(a), (b), (c),
and (), (A)(7)(i) and (ii), and
(A)®)

Arizona CBG requirements

CARB 3 and shortening
winter season

R20-2-751 (B)

Arizona CBG requirements

Shortening winter season

R20-2-751(D)(2)

Arizona CBG requirements

Shortening winter season

R20-2-751 (E)

Arizona CBG requirements

Shortening winter season

R20-2-751(1)

Arizona CBG requirements

CARB 3 and shortening
winter season

R20-2-755(A)(1)(a) Additional requirements for CARB 3
AZRBOB and downstream
oxygenate blending

R20-2-759(C) and (D) Testing methodologies CARB 3

Table 1

Type 1 Arizona CBG standards

CARB 3 and shortening
winter season

Table 2

Type 2 Arizona CBG standards

CARB 3 and shortening
winter season

To facilitate implementation of R20-2-759(D), the Department will develop a

substantive policy statement regarding test methods for certification of Arizona CBG and

AZRBOB that specifies the procedures the Department will use to determine whether a

proposed test method produces results for each fuel parameter that are equal to or better

than the precision and accuracy of the designated test methods.
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A reference to any study relevant to the rules that the agency reviewed and either

relied on in its evaluation of or justification for the rules or did not rely on in its

evaluation of or justification for the rules, where the public may obtain or review
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each study, all data underlying each study, and any analysis of each study and other

supporting material:

A copy of the following study, which is available from the Department, was
prepared at the direction of the Legislature and was used by the Legislature in amending
A.R.S. § 41-2124 in 2004. The Department reviewed and also relied on the study.

Cost, Supply, and Emissions Impacts of Adopting the California Phase 3 Gasoline
Standard for Arizona's Cleaner Burning Gasoline Program: A Technical and
Economic Analysis of Cleaner Burning Gasoline Supply under HB 2207; MathPro,
Inc. (PO Box 34404, West Bethesda, MD 20827-0404) and Meszler Engineering
Services (906 Hamburg Drive, Abingdon, MD 21009); December 1, 2005

A showing of good cause why the rules are necessary to promote a statewide interest

if the rules will diminish a previous grant of authority of a political subdivision of

this state:
Not applicable

The summary of the economic, small business, and consumer impact:

The economic, small business, and consumer impact statement does not consider
the economic impacts that result from establishing reporting requirements for producers
of E85, requiring labels on dispensers of E85, prohibiting MTBE in motor fuel,
establishing the maximum vapor pressure allowed for Arizona CBG during February and
March, shortening the winter oxygenate season, and adopting use of the CARBOB model
for certifying an alternative formulation of AZRBOB. These changes were made by the
legislature rather than this rulemaking.

The 2005 federal energy bill spurred the search for a practical alternative motor
fuel. This rulemaking clarifies that E85 may be sold or offered for sale within the CBG-
covered area. The rulemaking sets standards for E8S5.

E8S5 consists of 85% denatured, fuel-grade ethanol and 15% gasoline. The fuel
ethanol typically is produced from corn or other grain products but can be produced from
agricultural and forestry wastes. The resources used to make fuel ethanol are renewable.
The production process leaves the nutritional content of the grain products largely intact
and still suitable for use in feeding livestock. E85 has an octane of approximately 105.
E85 reduces the incidence of greenhouse emissions and is water soluble, non-toxic, and
biodegradable. Increased use of E85 will promote energy independence and benefit
farmers who grow grain products and producers of E85. E85 can be used in a "flex-fuel"

motor vehicle, which is designed to operate on either gasoline or E85. It is estimated



there are approximately 74,000 flex-fuel motor vehicles in Arizona but most are operated
on gasoline because E85 is not widely available. There are plans to build a fuel ethanol
facility near the town of Maricopa in the near future and to use the production byproducts
in a cattle feed lot adjacent to the fuel ethanol facility.

This rulemaking will have economic benefits for those who produce the biomass
products used in the production of fuel ethanol and for those who produce the fuel
ethanol. It will also have an economic impact on the owner of a flex-fuel motor vehicle
because the owner will be able to buy E85 more readily.

Requiring a producer outside the CBG-covered area to ensure that a motor fuel
produced or offered for sale meets all motor-fuel specifications and has its octane
certified will impose economic costs on only the two producers not currently in
compliance with this requirement. Currently, the owner or operator of a motor fuel
dispensing site is required to ensure that motor fuel sold or offered for sale meets all
motor-fuel specifications. Because there are more than 2,000 motor fuel dispensing sites,
the cost of compliance is huge and compliance is difficult for the owner or operator of a
motor fuel dispensing site. The rule change places the responsibility for ensuring
compliance with motor-fuel specifications on producers, who are in best position to
comply and most of whom are already in compliance. This will have a significant
economic benefit for consumers and owners or operators of motor fuel dispensing sites
by ensuring that they receive the quality of motor fuel they believe they are receiving. It
will also reduce the number of complaints received by the Department regarding bad
motor fuel. During 2002 through 2005, the Department received 499 complaints about
fuel quality. If a consumer inadvertently purchases motor fuel that does not meet motor-
fuel specifications, the consumer may experience major engine damage to the consumer's
motor vehicle and costs.

Reducing the amount of sulfur allowed in a motor fuel from 500 to 80 ppm
ensures that Arizona's standards are consistent with the federal standard. The reduction of
sulfur helps reduce ozone precursors. An exception is made for a small refinery. The EPA
is requiring that motor fuel contain only 30 ppm on average by later this year. The rule
change will have little economic effect because producers already comply with the
federal standard.

The rule changes regarding quality assurance/quality control, test methodologies,
and use of an independent third party provide increased flexibility to registered suppliers,

pipelines, and third-party terminals and ensure that the Department is apprised of the



quality assurance/quality control procedures being used. The increased flexibility may
provide economic benefits for registered suppliers, pipelines, and third-party terminals.
The rule changes may provide increased economic opportunity for independent third
parties that contract to do quality assurance/quality control sampling and testing of

AZRBOB.

A description of the changes between the proposed rules, including supplemental

notices, and final rules (if applicable):

In addition to the changes identified in item 11, word choice and formatting
changes were made between the proposed and final rules. Additionally, language was
added to clarify the definition of "product transfer document," testing procedures in R20-
2-752(H)(1), and the standard used by the Director to approve a QA/QC program under
R20-2-752(E), R20-2-753(G), and R20-2-755(1). None of the changes is substantial as
defined in A.R.S. § 41-1025.

A summary of the comments made regarding the rules and the agency response to

them:

An oral proceeding was held on June 12, 2006. Written comments were received
from the Western States Petroleum Association (WSPA), Arizona Petroleum Marketers
Association (APMA), Dave Smith representing BP, Robert Shuler representing Pinal
Energy Ethanol Plant (PEEP), Victor Dugan representing Exxon-Mobil, and EPA,
Region IX. A teleconference was held with EPA on July 10, 2006. The comments and the

Department’s analysis of and response to each follow:

Comment Department's Analysis Department's Response

WSPA strongly supports all of | The Department appreciates No change

the proposed changes. the hard work of WSPA

members and the significant
contribution they made to the

development of these rules.

PEEP: The plant referenced in | The comment is correct. The The language in the Preamble




the summary in item 8 of the
Preamble is not being built by

the City of Maricopa.

Notice of Proposed
Rulemaking incorrectly
indicated that an ethanol plant
was being built by the town of
Maricopa rather than within

the town.

is changed to correctly reflect
that an ethanol plant is being
built within the town of

Maricopa.

EPA : EPA is concerned about

the Director’s discretion in

R20-2-759.

The Department determined
that having Director discretion
regarding approval of
alternative testing methods
adds needed flexibility. The
Department believes it limited
the Director's discretion by
specifying standards for

exercise of the discretion.

The Department clarified that
the Director's discretion for
approving an alternative test
method is limited. Although
the Department believes the
standard was implied in the
proposed rule, the Department
specified in the final rule that
the Director is required to
approve an alternative test
method only if the alternative
test method has accuracy and
precision equal to or better

than the approved test method.

APMA thanks the Department
for working with the regulated
community on the rulemaking
and providing clarification
regarding biodiesel and other

fuels.

The Department appreciates
the hard work of APMA
members and the significant
contribution they made to the

development of these rules.

No change




APMA: Which Sections
require EPA approval before

becoming effective?

The Department understands
this is important information
for those who must comply

with the rules.

The Department added rule
text and information in the
Preamble regarding
subsections that do not
become effective until EPA
approves the State

Implementation Plan.

Exxon-Mobile: There appears
to be an inconsistency
between the VOC percent in

R20-2-751(A)(8) and Table 1.

The Department agrees.

The change was made. The
inconsistency was inadvertent.
The Department believes that
a reasonable reader of the
proposed rule would have
understood that the

inconsistency was inadvertent.

BP: In R20-2-701, we
recommend that the final E85
blend meet the same sulfur
specification as other gasoline
that could be used in a flex-

fuel vehicle.

The Department agrees.

The change was made. This
change is not substantial
because it makes the rule

consistent with federal law.

BP: In R20-2-719(A), it is
recommended that the sulfur
limit of biodiesel or a
biodiesel blend be reduced
from 500 ppm to 15 ppm

starting September 1, 2006.

The Department agrees that
this change is needed to meet
the new federal requirement at

40 CFR 80.520.

The change was made.
Because the rule will go into
effect after September 1, 2006,
it was not necessary to specify

a beginning date.




BP: R20-2-719(A) needs to The Department believes that | No change
clearly indicate that it is the language is clear.
applicable to both retail and
wholesale sales.
BP: R20-2-719(B) needs to The language at issue is No change
indicate that both the supplier | statutory. Evidently the
of neat biodiesel and the legislature did not intend to
blender are required to report | impose reporting requirements
information to the on a supplier of neat biodiesel.
Department. A statutory change is required
to accomplish what BP
requests.
BP: In R20-2-751, we believe | The Department recognizes No change

that Arizona needs to commit
to updating it rules to
incorporate the latest materials

when they are completed.

that the update of this material
will be important. But the
Department cannot
incorporate material that is not
currently effective. The
Department plans to do a
rulemaking each year to
incorporate the latest version

of all materials.

BP: In R20-2-755(A)(1)(a), it
appears that the use of the
CARBOB model is allowed

for both Types | and 2

The Department agrees.

The change was made. The
reference to Type 1 Arizona
CBG was inadvertent because

Type 1 Arizona CBG is not an

10




Arizona CBG. The use of the alternative formulation to

CARBOB model is only which the CARBOB model
appropriate for Type 2 could be applicable. The
Arizona CBG. change is technical rather than

substantial because it corrects

an inapplicable reference.

Any other matters prescribed by statute that are applicable to the specific agency or

to any specific rule or class of rules:
A.R.S. §§ 41-2065(D), 41-2083(C), and 41-2122(B) require the director of the

Department of Weights and Measures to consult with the director of the Department of
Environmental Quality in making rules regarding quality standards and test methods for
motor fuel including oxygenated fuel and approving alternate fuel control measures. This
consultation was done.

Incorporations by reference and their location in the rule:

ASTM D 975-04c¢, Standard Specification for Diesel Fuel Oils, 2004, American Society
for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959,
incorporated at R20-2-702

ASTM D 4806-04a, Standard Specification for Denatured Fuel Ethanol for Blending with
Gasolines for Use as Automotive Spark-Ignition Engine Fuel, 2004, American Society
for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959,
incorporated at R20-2-702

ASTM D 4814-04a, Standard Specification for Automotive Spark-Ignition Engine Fuel,
2004, American Society for Testing and Materials, 100 Barr Harbor Drive, West
Conshohocken, PA 19428-2959, incorporated at R20-2-702

ASTM D 5798-99, Standard Specification Fuel Ethanol (Ed75-Ed85) for Automotive

Spark-Ignition Engines, re-approved 2004, American Society for Testing and Materials,
100 Barr Harbor Drive, West Conshohocken, PA 19428-2959, incorporated at R20-2-702
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ASTM D 6751-03a, Standard Specification for Biodiesel Fuel Blend Stock (B100) for
Middle Distillate Fuels, 2003, American Society for Testing and Materials, 100 Barr
Harbor Drive, West Conshohocken, PA 19428-2959, incorporated at R20-2-702.

California Air Resources Board, California Procedures for Evaluating Alternative
Specifications for Phase 3 Reformulated Gasoline Using the California Predictive Model,
as amended April 25,2001, CARB, P.O. Box 2815, Sacramento, CA 95812, incorporated
at R20-2-702.

California Air Resources Board, The California Reformulated Gasoline Regulations,
Title 13, California Code of Regulations, Section 2266.5 (Requirements Pertaining to
California Reformulated Gasoline Blendstock for Oxygen Blending (CARBOB) and
Downstream Blending), April 9, 2005, CARB, PO Box 2815, Sacramento, CA 95812,
incorporated in R20-2-702

California Air Resources Board, Procedures for Using the California Model for
California Reformulated Gasoline Blendstocks for Oxygenate Blending (CARBOB),
adopted April 25, 2001, CARB, P.O. Box 2815, Sacramento, CA 95812, incorporated in
R20-2-702

Were these rules previously made as emergency rules?
No

The full text of the rules follows:
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TITLE 20. COMMERCE, FINANCIAL INSTITUTIONS, AND INSURANCE
CHAPTER 2. DEPARTMENT OF WEIGHTS AND MEASURES

ARTICLE 7. MOTOR FUELS AND PETROLEUM PRODUCTS

Section

R20-2-701. Definitions

R20-2-702. Material Incorporated by Reference

R20-2-708. Oxygenated Fuel Blends

R20-2-709. Retail Oxygenated Fuel Labeling

R20-2-710. Blending Requirements

R20-2-711. Alcohol-oxygenated Gasoline Storage Tank Requirements

R20-2-714. Requirements for Gaseline Produets-Outside Motor Fuels outside the CBG-covered

Area

R20-2-715. Motor Fuel Quality Testing Methods and Requirements
R20-2-716. Sampling and Access to Records

R20-2-717. Held-Open Hold-open Latch Exception

R20-2-718. Renumbered Requirements for the Production or Sale of E85
R20-2-719. Repealed Requirements for the Sale of Biodiesel

R20-2-750. Registration Relating to Arizona CBG or AZRBOB
R20-2-751. Arizona CBG Requirements

R20-2-752. General Requirements for Registered Suppliers

R20-2-753. General Requirements for Pipelines and Third-party Terminals

R20-2-755. Additional Requirements for AZRBOB and Downstream Oxygenate Blending

R20-2-757. Product Transfer Documentation; Records Retention

R20-2-758. Adeption-ofFuel-Certification Medels Repealed

R20-2-759. Testing Methodologies
Table A. Arizona Department of Weights and Measures Test Methods for Arizona CBG and
AZRBOB

R20-2-760. Compliance Surveys

Table 1. Type 1 Gaseline Arizona CBG Standards

Table 2. Type 2 Gaseline Arizona CBG Standards

13



ARTICLE 7. MOTOR FUELS AND PETROLEUM PRODUCTS

R20-2-701. Definitions
In addition to the definitions in R20-2-101, the following definitions apply to this Article unless
the context otherwise requires:

+ "Area A" has the same meaning as in A.R.S. § 49-541.

2 "Area B" has the same meaning as in A.R.S. § 49-541.

3 "Arizona Cleaner Burning Gasoline" or "Arizona CBG" means a gasoline blend that meets
the requirements of this Article for gasoline produced and shipped to or within Arizona
and sold or offered for sale for use in motor vehicles within the CBG-covered area,
except as provided under A.R.S. § 41-2124(K).

4-"AZRBOB" or "Arizona Reformulated Blendstock for Oxygenate Blending" means a
petroleum-derived-meotorfuel combination of gasoline blendstocks that is intended to be
or is represented to constitute Arizona CBG upon the addition of a specified type-and
pereentage amount (or range of pereentages amounts) of exygenate fuel ethanol after the
fuel has-been blendstock is supplied from the preduetion-orimpeort facility at which it
was produced or imported.

5: "Batch" means a quantity of gaseline motor fuel or AZRBOB that is homogeneous for

these motor fuel properties specific for the motor fuel standards applicable to that motor

fuel or AZRBOB thatare-speeified-for Arizona-CBG-eertifiedunder R20-2-751.

6- "Beginning of transport" means the point at which:

& A registered supplier relinquishes custody of Arizona CBG or AZRBOB to a
transporter or & third-party terminal; or

b- A registered supplier whe that retains custody of Arizona CBG or AZRBOB

commenees begins transfer of the Arizona CBG or AZRBOB into a vessel, tanker, or
other container for transport to the EBG-eovered CBG-covered area.

"Biodiesel" means a diesel fuel substitute that satisfies all of the following:

Is produced from nonpetroleum renewable resources if the qualifying volume of

nonpetroleum renewable resources meets the standards for California diesel fuel as

adopted by the California air resources board pursuant to 13 California code of

regulations sections 2281 and 2282 in effect on January 1, 2000.

Meets the registration requirement for fuels and additives established by the

environmental protection agency pursuant to section 211 of the clean air act as
defined in section 49-401.01.
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The use of the diesel fuel substitute complies with the requirements listed in 10 Code

of Federal Requlations part 490, as printed in the federal reqister, volume 64,
number 96, May 19, 1999.

Is sold, offered or exposed for sale as a neat product or blended with diesel fuel.
A.R.S. § 41-2051(1).

7 "Blendstock" means any liquid compound that is blended with ether another liquid
eompeunds compound to produce a motor fuel, including Arizona CBG. Depesitecentrol
additives A deposit-control or ether similar additives additive registered under 40 CFR 79
are is not considered-blendstocks a blendstock.

"CARB" means the California Air Resources Board.

"CARBOB" means California Reformulated Gasoline Blendstock for Oxygenate

Blending.
"CARBOB Model" means the procedures incorporated by reference in R20-2-702(12).

"CARB Phase 2 gasoline" means gasoline that meets the specifications incorporated by
reference in R20-2-702(8).

"CARB Phase 3 gasoline" means gasoline that meets the specifications incorporated by

reference in R20-2-702(9).

8. "EBG-eovered CBG-covered area" means a county with a population of 1,200,000 or more
persons according to the most recent United States decennial census and any portion of a
county eentained-in within area A.

9. "Conventional gasoline" means gasoline that conforms with to the requirements of this

Chapter for sale or use in Arizona, but does not meet the requirements of Arizona CBG

or AZRBOB.

+ "Designated alternative limit" means a motor fuel property specification, expressed in the
nearest part per million by weight for sulfur content, nearest 10th percent by volume for
aromatic hydrocarbon content, nearest 10th percent by volume for olefin content, and

nearest degree Fahrenheit for T90 and T50, that is assigned by a registered supplier to a

15



final blend of Type 2 Arizona CBG or AZRBOB for purposes of compliance with the
Predictive Model Procedures.

12 "Diesel" or "diesel fuel" means a refined middle distallate distillate for use as a motor fuel
in a compression-ignition internal-combustion engine.

13- "Downstream oxygenate blending" means combining AZRBOB and an-exygenate fuel
ethanol to produce fungible Arizona CBG.

“Duplicate” means a portion of a sample that is treated the same as the original sample to

determine the accuracy and precision of an analytical method.

"E85" means a fuel ethanol gasoline blend that meets the specifications in ASTM D

5798. which is incorporated by reference in R20-2-702.

"EPA" means the United States Environmental Protection Agency.

14 "EPA waiver" means a waiver granted by the Environmental Protection Agency as
described in "Waiver Requests under Section 211(f) of the Clean Air Act," which is
incorporated by reference in R20-2-702.

45- "Final distribution facility" means a stationary gaseline motor-fuel transfer point frem at
which motor fuel or AZRBOB is transferred into a cargo tank truck, pipeline, or other
delivery vessel from which the motor fuel.or AZRBOB will be delivered to a gaseline
motor-fuel dispensing site. A cargo tank truck is a final distribution facility if the cargo
tank truck transports motor fuel or AZRBOB and carries documentation that the type and
amount or range of amounts of oxygenates designated by the registered supplier will be
or have been blended directly into the cargo tank truck before delivery of the resulting
motor fuel to the gaseline a motor-fuel dispensing site.

"Fleet" means at least 25 motor vehicles owned or leased by the same person.

“Fleet vehicle fueling facility” means a facility or location where a motor fuel is

dispensed for final use by a fleet.

"Fuel ethanol" means denatured ethanol that meets the specifications in ASTM D 4806,

which is incorporated by reference in R20-2-702.

"Gasoline" means a volatile, highly flammable liquid mixture of hydrocarbons that does

not contain more than .05 grams of lead for each United States gallon, is produced,

refined, manufactured, blended, distilled, or compounded from petroleum, natural gas,
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oil, shale oils or coal, and other flammable liquids free from undissolved water, sediment,

or suspended matter, with or without additives, and is commonly used as a fuel for spark-

ignition internal-combustion engines. Gasoline does not include diesel fuel or ESS.
18- "Importer" means any person whe that assumes title or ownership of Arizona CBG or
AZRBOB produced by an unregistered supplier.

"Manufacturer's proving ground" means a facility used only to develop complete motor

vehicles, that are not currently available on the retail market, for an automotive

manufacturer.

19 "Motor fuel" means petroleum or a petroleum-based substance that-is such as motor

gasoline, any grade of oxygenated gasoline, aviation gaseline fuel, number one or
number two diesel fuel;-including neat biodiesel or a biodiesel blend, and E85 er-any

grade-of-oxysenated-gasoline typically used in the operation of a motor engine.

"Motor fuel dispensing site" means a facility or location where a motor fuel is dispensed

into commerce for final use.

"Motor fuel property" means any characteristic listed in R20-2-751(A)(1) through (A)(7),
R20-2-751(B)(1) through (B)(7), Table 1. Table 2, or any other motor fuel standard

referenced in this Article.

20. "Motor vehicle" means any a vehicle equipped with a spark-ignited or compression-
ignition internal-combustion engine except:
a- Vehieles A vehicle that run runs on; or are is guided bys; rails; or
b: Vehieles A vehicle that are is designed primarily for travel through air or water.

"Motor vehicle racing event" means a competition, including related practice and

qualifying and demonstration laps that uses unlicensed motor vehicles designed and

manufactured specifically for racing and is conducted on a public or private racecourse

for the entertainment of the general public.

2+ "MTBE" means methyl tertiary butyl ether.

"Neat" means straight or 100 percent; not blended with gasoline.

22. "NOx" means oxides of nitrogen.

23- "Octane," "octane number," or "octane rating" mean the anti-knock characteristic of
gasoline as determined by the resultant arithmetic test average of ASTM D 2699 and
ASTM D 2700.

24 "Oxygenate" means any oxygen-containing ashless, organic compound, including

aliphatic alcohols and aliphatic ethers, whichis-able-te that may be used as a fuel or as a
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gasoline blending component and is approved as a blending agent under the provisions of
a waiver issued by the EPA under 42 U.S.C. 7545(f).

26- "Oxygenate blender" means any a person whe that owns, leases, operates, controls, or

supervises an oxygenate-blending facility, or whe that owns or controls the blendstock or
gasoline used, or the gasoline produced, at an oxygenate-blending facility.

25- "Oxygenate-blending facility" means any location (including a truck) where exygenate
fuel ethanol is added to Arizona CBG or AZRBOB; and the resulting quality or quantity
of Arizona CBG is not altered in any other manner except for the addition of depesit
control-additives a deposit-control or ether similar additives additive registered under 40
CFR 79.

27 "Oxygenated Arizona CBG" means Arizona CBG with a minimum oxygen content of 3-5

3.7 wt. % or another minimum oxygen content approved by the Director under A.R.S. §

41-2124, that is produced and shipped to or within Arizona and sold or offered for sale
for use in motor vehicles in the CBG-covered area from November 1 through Mareh
January 31 of each year.

28 "Oxygen content” means the percentage by weight of oxygen contained in a gasoline
oxygenate blend as calculated by ASTM D4815-94a D 4815.

29 "Performance standard" means the VOC and NOx emission reduction percentages in
R20-2-751(A)(8); R20-2-75HA)9); and Table 1.

30: "Pipeline" means a transporter whe that owns or operates an interstate common-carrier
pipe to transport motor fuels into Arizona.

3+ "PM" or "Predictive Model Procedures" means the California Predictive Model; and

CaliforntaAir Resources Board's CARB's "California Procedures for Evaluating Alternative

Speeification Specifications for Phase 2 Reformulated Gasoline Using the California

Predictive Model," as adopted April 20, 1995, and "California Procedures for Evaluating

Alternative Specifications for Phase 3 Reformulated Gasoline Using the California Predictive
Model." as amended April 25, 2001, both of which are whieh+s incorporated by reference in
R20-2-758 R20-2-702. This definition will not become effective until Arizona's revised State

Implementation Plan regarding CARB 3 is approved by EPA.

32. "PM alternative gasoline formulation" means a final blend of Arizona CBG or AZRBOB
that is subject to a set of PM alternative specifications.
33. "PM alternative specifications" means the specifications for the following fuel properties,

as determined wnder using a testing methodology in R20-2-759:

a Maximum RVP, expressed in the nearest 100th of a pound per square inch;
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b: Maximum sulfur content, expressed in the nearest part per million by weight;

e- Maximum olefin content, expressed in the nearest 10th of a percent by volume;

& Minimum and maximum oxygen content, expressed in the nearest 10th of a percent by
weight;

e- Maximum T50, expressed in the nearest degree Fahrenheit;

£ Maximum T90, expressed in the nearest degree Fahrenheit; and

g: Maximum aromatic hydrocarbon content, expressed in the nearest 10th of a percent by
volume.

34. "PM averaging compliance option" means, with reference to a specific fuel property, the
compliance option for PM alternative gasoline formulations by which final blends of
Arizona CBG and AZRBOB are assigned designated alternative limits under R20-2-
7516 (G), and (H), and (D).

35. "PM averaging limit" means a PM alternative specification that is subject to the PM
averaging compliance option.

36: "PM flat limit" means a PM alternative specification that is subject to the PM flat limit
compliance option.

37 "PM flat limit compliance option" means, with reference to a specific fuel property, the
compliance option that each gallon of gasoline must meet for the that specified fuel
property as contained in the PM alternative specifications.

38: "Produce" means:

a- Except as otherwise provided in-subseetions{b)-er{e), to convert a liquid compound
that is not Arizona CBG or AZRBOB into Arizona CBG or AZRBOB. If a person
blends blendstocks a blendstock that are is not Arizona CBG or AZRBOB with
Arizona CBG or AZRBOB acquired from another person, and the resulting blend is
Arizona CBG or AZRBOB, the person conducting the blending produces only the
portion of the blend not previously Arizona CBG or AZRBOB. If a person blends
Arizona CBG or AZRBOB with other ef-Arizona CBG or AZRBOB in accordance
with this Article, without the addition of blendstecks a blendstock that are is not
Arizona CBG or AZRBOB, that person is not a producer of Arizona CBG or
AZRBOB.

b- If a person supplies Arizona CBG or AZRBOB to a refiner whe that agrees in writing
to further process the Arizona CBG or AZRBOB at the refiner's refinery and be
treated as the producer of the Arizona CBG or AZRBOB, the refiner is deemed the
producer of the Arizona CBG or AZRBOB.
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¢ If an oxygenate blender blends oxygenates into AZRBOB supplied from a gasoline
production faetity or import facility, and does not alter the quality or quantity of the
AZRBOB or the quality or quantity of the resulting Arizona CBG certified by a
registered supplier in any other manner except for the addition of depesit-centrel
additives a deposit-control or ether similar additives additive, then-the producer or
importer of the AZRBOB, rather than the oxygenate blender, is-net-aproducerofany

1 on-o ho o o Arizon R nd the n er orimnotrte O ha A RBOR
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is considered the producer or importer of the full volume of the resulting Arizona
CBG.
39. "Producer" means a refiner or other person whe that produces a motor fuel, including

Arizona CBG or AZRBOB.

40: "Production facility" means a facility where at which a motor fuel, including Arizona

CBG or AZRBOB, is produced. Upon request of a producer, the Director may designate,
as part of the producer's production facility, a physically separate bulk storage facility
that:

& Is owned or leased by the producer; ;

b- Is operated by or at the direction of the producer; ; and

€= Is used to store or distribute motor fuels, including Arizona CBG or AZRBOB, that is

are supplied only from the production facility.

"Product transfer document" means a bill of lading, loading ticket, manifest, delivery

receipt, invoice, or other paper that is provided by the transferor at the time motor fuel is

delivered and evidences that custody or title of the motor fuel is transferred to the

transferee. A product transfer document is not required when motor fuel is sold or

dispensed at a motor fuel dispensing site or fleet vehicle fueling facility.

4+ "Refiner" means any a person whe that owns, leases, operates, controls, or supervises a
refinery in the United States, including its trust territories.
43- "Refinery" means a facility that produces a liquid faels fuel, including Arizona CBG or

AZRBOB, by distilling petroleum, or a transmix facility that produces a motor fuel

offered for sale or sold into commerce as a finished motor fuel.

44 "Registered supplier" means any a producer or importer whe that supplies Arizona CBG
or AZRBOB and is registered with the Director under R20-2-750.

45. "Reproducibility" means the testing method margin of error as provided in the ASTM
specification or other testing method required under this Article.
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42-"RVP" means Reid vapor pressure_equivalent of gasoline or blendstock as measured

according to ASTM D 5191.

47 "Supply" means to provide or transfer motor fuel to a physically separate facility, vehicle,
or transportation system.

"Test result”" means any document that contains a result of testing including all original

test measures, all subsequent test measures that are not identical to the original test

measure, and all worksheets on which calculations are performed.
48: "Third-party terminal" er"3rd-party-terminal" means an owner or operator of a gasoline
storage tank facility whe that accepts custody, but not ownership, of Arizona CBG or

AZRBOB from a registered supplier, oxygenate blender, pipeline, or other third-party

terminal and relinquishes custody of the Arizona CBG or AZRBOB to a transporter-fer
49. "Transmix" means a mixture of petroleum distillate fuel and gasoline that does not meet
the Arizona standards for either petroleum distillate fuels or gasoline.

"Transmix facility" means a facility at which transmix is processed into its components

and then the components either are combined with a finished product or further processed

to produce a finished motor fuel.

50 "Transporter" means any a person whe is-netaproducerorimpeorter-and-whe: that
a—Causes causes transpert-ef motor fuels, including Arizona CBG or AZRBOB, to be

transported into or within Arizonas-and

5+ "Type 1 gaseline Arizona CBG" means a gasoline that meets the standards contained in
R20-2-751(A) and Table 1.

52. "Type 2 gaseline Arizona CBG" means a gasoline that meets the standards contained in
Table 2; or is certified using the PM according to the requirements of R20-2-751¢); (G),
and (H), and (I), and:

a Meets the requirements in R20-2-751(A) beginning-AprH February 1 through October
31 of each year; and

b- Meets the requirements in R20-2-751(B) beginning November 2 1 through Mareh
January 31 of each year.
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"Vehicle emissions control area" has the same meaning as in A.R.S. § 49-541 except that

a vehicle emissions control area does not include a manufacturer's proving ground that is

located in the vehicle emissions control area.

53 "VOC" means volatile organic compound.

"Winter” means November 1 through January 31.

R20-2-702. Material Incorporated by Reference
A. The following documents are incorporated by reference and on file with the Department. The
documents incorporated by reference contain no future editions or amendments.
1. 16 CFR 306 - Automotive Fuel Ratings, Certification and Posting, January 1, 1998
Edition, Superintendent of Documents, U.S. Government Printing Office, Mail Stop
SSOP, Washington, D.C. 20402-9328.
2. ASTM D 975-98b 975-04c, Standard Specification for Diesel Fuel Oils, published-in

Veolume 05-04-2006142004, American Society for Testing and Materials, 100 Barr Harbor
Drive, West Conshohocken, PA 19428-2959.
3. ASTM D 4806-04a, Standard Specification for Denatured Fuel Ethanol for Blending with

Gasolines for Use as Automotive Spark-Ignition Engine Fuel, 2004, American Society
for Testing and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

3.4. ASTM D 4814-060 4814-04a, Standard Specification for Automotive Spark-Ignition

Engine Fuel,
Lubricants;-and Fossi Fuels; Velume 05:02,200+ 2004, American Society for Testing
and Materials, 100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

4- 5. Waiver Requests under Section 211(f) of the Clean Air Act, (August 22, 1995 edition),

United States Environmental Protection Agency, Transportation and Regional Programs
Division, Fuels Program Support Group, Mail Code 64663 6406-J, Washington, D.C.
20460.

6. ASTM D 5798-99, Standard Specification for Fuel Ethanol (Ed75-Ed85) for Automotive

Spark-Ignition Engines. re-approved 2004, American Society for Testing and Materials,
100 Barr Harbor Drive, West Conshohocken, PA 19428-2959.

ASTM D 6751-03a, Standard Specification for Biodiesel Fuel Blend Stock (B100) for
Middle Distillate Fuels, 2003, American Society for Testing and Materials, 100 Barr
Harbor Drive, West Conshohocken, PA 19428-2959.

[~
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8. California Air Resources Board, "California Procedures for Evaluating Alternative

Specifications for Phase 2 Reformulated Gasoline Using the California Predictive
Model," adopted April 20, 1995. A copy may be obtained at: CARB, P.O. Box 2815,
Sacramento, CA 95812.

9. California Air Resources Board, "California Procedures for Evaluating Alternative

Specifications for Phase 3 Reformulated Gasoline Using the California Predictive
Model." as amended April 25, 2001. A copy may be obtained at: CARB, P.O. Box 2815,
Sacramento, CA 95812.

10. The Federal Complex Model as contained in 40 CFR 80.45, January 1, 1999. A copy may

be obtained at: U.S. Government Printing Office, Superintendent of Documents, Mail

Stop: SSOP, Washington, D.C. 20402-9328.

11. California Air Resources Board, The California Reformulated Gasoline Regulations,

Title 13, California Code of Regulations, Section 2266.5 (Requirements Pertaining to
California Reformulated Gasoline Blendstock for Oxygen Blending (CARBOB) and
Downstream Blending), as of April 9, 2005. A copy may be obtained at: CARB, P.O.
Box 2815, Sacramento, CA 95812.

12. California Air Resources Board, Procedures for Using the California Model for
California Reformulated Gasoline Blendstocks for Oxygenate Blending (CARBOB),
adopted April 25, 2001. A copy may be obtained at: CARB, P.O. Box 2815, Sacramento,
CA 95812.

Subsections (A)(9), (A)(11). and (A)(12) will not become effective until Arizona's revised

|

State Implementation Plan regarding CARB 3 is approved by EPA.

R20-2-708. Oxygenated Fuel Blends
A person whe that has custody of gasoline blended with an oxygenate shall ensure that the

amount of oxygenate does not exceed the amount allowed by EPA waivers, Section 211(f) of the

Clean Air Act, and A.R.S. § 41-2122. The maximum oxygen content of gasoline shall not exceed

3.7 percent by weight for fuel ethanol and as specified in A.R.S. § 41-2122 for other oxygenates.

R20-2-709. Retail Oxygenated Fuel Labeling
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A. A-servieestation The owner or operator of a motor fuel dispensing site shall ensure that a

serviee-station motor fuel dispenser that offers gasoline containing an-exygenate,-or

combination-efexygenates; fuel ethanol that results in a gasoline blend containing 1.5%
percent or more by weight of oxygen is clearly labeled with the exygenate fuel ethanol

volume information. H-enly-ene-oxygenate-is-blended-into-a-gaseline;each Each face of each

motor fuel dispenser shall be clearly labeled with the oxygenate volume information if the

percent by volume is:
+More-than0-3% by-velume-of methanol;
2-Mere more than 4.3% percent by volume of fuel ethanol;

B. A-serviee-station The owner or operator of a motor fuel dispensing site shall ensure that labels

required under subsection (A) are displayed on the upper 60% percent of each face of each
motor fuel dispenser. The label indicating the maximum percent by volume of each
oxygenate contained in the oxygenated fuel shall state:

+ "Contains up to % fuel ethanol;."

C. In the CBG-covered area and area B, aservice-station the owner or operator of a motor fuel
dispensing site shall ensure that a label displayed on each face of each servieestation motor
fuel dispenser alse contains the following statement: "This gasoline is oxygenated and will
reduce carbon monoxide emissions from motor vehicles." The statement may be printed on

the label required in subsection (B) or on a separate label. If the statement is printed on a

separate label, the label shall be displayed next to the label required in subsection (B).

E-D. A-servieestation The owner or operator of a motor fuel dispensing site shall ensure that:

1. The label required by subsection (B) is clean, legible, and visible at all times;
2. The label is printed in black or white block letters on a sharply contrasting background;
and

3. The lettering on labels required by subsections (B) and (C) is no less than 1/4".

R20-2-710. Blending Requirements
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A. A person whe that has custody of or transports an oxygenated gasoline blend shall ensure than
that no neat oxygenate blending occurs at a serviee-station motor fuel dispensing site or fleet
leeation vehicle fueling facility.

B. If a serviee-station motor fuel dispensing site storage tank contains an oxygenated gasoline

blend that does not contain the amount of oxygen required by A.R.S. §§ 41-2122, 41-2123,
41-2125, or R20-2-751, the servieestation owner or operator of the motor fuel dispensing site

shall do one of the following:
1. Add gasoline that contains no more than 20% percent by volume of any the same

oxygenate to the non-compliant oxygenated gasoline blend;

2. Add a gasoline blend that dilutes the non-compliant oxygenated gasoline blend to the level
of oxygen content required by A.R.S. §§ 41-2122, 41-2123, 41-2125, or R20-2-751; or

3. Empty the storage tank and replace the non-compliant oxygenated gasoline blend with a

required oxygenate blend.

R20-2-711. Alcohol-oxygenated Gasoline Storage Tank Requirements
A. Before a person adds an alcohol-oxygenated gasoline into a storage tank, the person shall:
1. Test the storage tank for the presence of water and, if any water is detected, remove i the
water from the storage tank; and
2. Install a fuel fHters filter designed for use with alcohol-oxygenated gasoline in the fuel line
of all motor fuel dispensers that dispense alcohol-oxygenated gasoline blends.

B. If water ef-a-mixture-ofaleohol-and-water is detected in a storage tank or in an alcohol-

oxygenated gasoline at-any-time-in a storage tank, the owner or operator shall empty the

storage tank.

R20-2-714. Requirements for Gaseline-Preducts-Outside Motor Fuels outside the CBG-

covered Area

A. A person whe that owns or operates a serviee-station motor fuel dispensing site or transmix or
production facility outside the CBG-covered area shall ensure that gaseline-and-gaseline-
oxygenate-blends a motor fuel offered for sale at aservieestation the motor fuel dispensing
site or transmix or production facility eutside-the-CBG-covered-area-meet meets all the

ASTM-DP-4814-00-requirements appropriate specifications in R20-2-702 except:

2. From May 1 through September 30, gasoline shall meet the specifications in ASTM D

4814-04a except maximum vapor pressure shall be 9.0 pounds per square inch;
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3.2. For gasoline blends, the vapor pressure may be no more than one pound per square inch

greater than the vapor pressures established by ASTM D 4814-00- 4814-04a during:

a. May 1 through September 15, if the basefael gasoline-fuel ethanol blend meets the
requirements of ASTM D 48144-60 4814-04a, the volatility requirements of
subsection (A}2) (A)(1), and the final gasoline-fuel ethanol blend contains at least

nine percent fuel ethanol by volume but does not exceed the volume specified in EPA

waivers; and
b. September 16 through April 30, if the base-fuel gasoline-fuel ethanol blend meets the
requirements of ASTM D 48+4-00 4814-04a and the final gasoline-fuel ethanol blend

contains at least 1.5 percent fuel ethanol by weight and but does not exceed the

volume specified in EPA waivers.

B. A-service-station The owner or operator of a motor fuel dispensing site shall ensure that the

finished gasoline is visually free of water, sediment, and suspended matter and is clear and

bright at ambient temperature or 70° F (21° C), whichever is greater.

C. A-serviee-station The owner or operator of a motor fuel dispensing site or transmix or

production facility shall ensure that the minimum octane rating determined by the test

average of ASTM D 2699 and ASTM D 2700, also known as the (R+M)/2 method, is:

1. 87 for unleaded or regular;

2. 88 for mid-grade, extra, or any other gasoline with an octane rating of 88 or higher; and

3. 90 for super, high performance, premium, or any other gasoline with an octane rating of 90

|

or higher.

Prohibited activities regarding a motor fuel sold or offered for sale outside the CBG-covered

arca.

1.

2.

[»

The owner or operator of a motor fuel dispensing site shall not sell or offer for sale from

the motor fuel dispensing site storage tank a product that is not a motor fuel:

The owner or operator of a motor fuel dispensing site or transmix or production facility

shall not sell or offer for sale a motor fuel that contains more than 0.3 volume percent

MTBE or more than 0.1 weight percent oxygen from all other ethers or alcohols as listed

in AR.S. §41-2122.

A transporter shall not deliver to a motor fuel dispensing site or place in a motor fuel

dispensing site storage tank a product that is not motor fuel.

R20-2-715. Motor Fuel Quality Testing Methods and Requirements
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A. Unless otherwise required in A.R.S. Title 41, Chapter 15, or this Chapter, a-person-testinga
gasoline-blend the producer of a motor fuel shall sse test the motor fuel for its motor fuel

properties using the methodologies in R20-2-702 and ensure that the motor fuel and-meet
meets the testrequirements-ef ASTM-D-4814-00 applicable specifications in the material

incorporated by reference in R20-2-702.

B. Unless otherwise required in A.R.S. Title 41, Chapter 15, or this Chapter, a person testing #1
or #2 diesel fuel shall use the methodologies and meet the testrequirements specifications of
ASTM D 975-98b 975-04c.

|©

The owner or operator of a transmix or production facility shall ensure that all gasoline sold

or offered for sale outside the CBG-covered area has its octane rating determined and

certified in accordance with 16 CFR 306 using the average of ASTM D 2699 and ASTM D

2700, also known as the (R+M)/2 method. The owner or operator of a motor fuel dispensing

site shall ensure that all gasoline sold or offered for sale outside the CBG-covered area has its

octane rating posted in accordance with 16 CFR 306.

R20-2-716. Sampling and Access to Records
A. The Department shall obtain motor fuel samples for testing from:
1. The same motor fuel dispenser used for sales to customers;
2. The same motor fuel dispenser used for dispensing motor fuel into fleet vehicles;
3. A bulk storage facility;
4. A eemmen-earrier pipeline having custody of motor fuel, including Arizona CBG or
AZRBOB;
5. A transporter of motor fuel, including Arizona CBG or AZRBOB;

6. A final distribution facility;
7. A third-party terminal having custody of motor fuel, including Arizona CBG or AZRBOB;

of
8. An oxygenate blender or registered supplier- ; or
9. A transmix or production facility.

B. A-personrequired-by-this-Artielete An owner or operator of a motor fuel dispensing site,

pipeline, third-party terminal, or storage, transmix, production, or distribution facility, or a

transporter, registered supplier, or oxygenate blender shall maintain for five years records

relating to the-produetion,tmpeortation producing, importing, blending, transpert-distribution;

or-delivery transporting, distributing, delivering, testing, or storing ef motor fuels, including
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Arizona CBG or AZRBOB, and shall ensure-that make the records are available for
Department inspection upon request.

R20-2-717. Hold-open Latch Exception

If a-serviee-station an owner or operator of a motor fuel dispensing site has a motor fuel nozzle

equipped with a hold-open latch, the owner or operator shall ensure that the latch shall-eperate

operates according to the manufacturer's specifications.

R20-2-718. Renumbered Requirements for the Production or Sale of E85

A. Requirements applicable statewide.

1. A producer of E85 or the owner or operator of a motor fuel dispensing site that dispenses

E85 shall ensure that the E85 sold or offered for sale in Arizona meets all the
specifications in ASTM D 5798-99.

b2

An owner or operator of a motor fuel dispensing site shall ensure that both the motor fuel

dispenser and nozzle from which E85 is dispensed have labels affixed that indicate E85 is

not gasoline and is intended for use only in a flexible-fuel vehicle, and stating. "Check

your owner's manual to ensure that this fuel can be used in your vehicle."

|

An owner or operator of a motor fuel dispensing site shall ensure that any motor fuel

dispenser from which E85 is dispensed is compatible with E85 and meets the

requirements in R20-2-203.

|+

A producer of E85 shall report to the Department, by the 15th of the month following the

production of E85, the following information regarding the E85 production:

a. The amount of fuel ethanol used during the previous month,

b. The amount of gasoline used during the previous month,

c. The total amount of E85 produced during the previous month,

d. The total amount of E85 sold during the previous month,

e. The fuel quality properties for the gasoline and fuel ethanol components making up
each batch of E85, and

f. The fuel quality properties of each batch of final E85 blend.

|

Requirements applicable in the CBG-covered area.

1. A producer of E85 for sale in the CBG-covered area shall use Arizona CBG or AZRBOB

as the gasoline portion of the E85 blend.

2. A producer of E85 for sale in the CBG-covered area shall ensure that the fuel ethanol
used meets the standard in R20-2-751(C).
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R20-2-719. Repealed Requirements for the Sale of Biodiesel

A

|

|©

|

A person shall not sell or offer or expose for sale:

1. Biodiesel that is not tested or does not meet the specifications established by ASTM D
6751,

2. A blend of biodiesel and diesel fuel that is not tested or does not meet the specifications

established by ASTM D 975-04c, or

3. Biodiesel or a blend of biodiesel and diesel fuel for use in Area A that contains sulfur in

excess of 15 ppm.

A person who blends biodiesel that is intended as a final product for the fueling of motor

vehicles shall report to the director by the fifteenth day of each month the guantity and

guality of biodiesel shipped to or produced in this state during the preceding month. A person

who supplies biodiesel subject to this subsection shall report the following by batch:

1. The percentage of biodiesel in a final blend.

2. The volume of the finished product.

3. For neat biodiesel, the results of analysis for those parameters established by ASTM
D6751.

4. For biodiesel blended with any diesel fuel, the results of the analysis of the following

motor fuel parameters as established by ASTM D975:

a. Sulfur content.

b. Aromatic hydrocarbon content.

c. Cetane number.

d. Specific gravity.

e. American petroleum institute gravity.

f. The temperatures at which ten per cent, fifty per cent and ninety per cent of the diesel

fuel boiled off during distillation. A.R.S. § 41-2083(L).

A person required to submit a report under subsection (B) shall use a form prescribed by the

Director, certify the truthfulness and accuracy of the data submitted, and consent to the

Department or its authorized agent collecting samples and accessing records as provided in

this Article. A corporate officer who is responsible for operations at the facility that produces

or ships the final product shall sign the report.

A person shall label a dispenser at which biodiesel is dispensed in a manner that notifies other

persons of the volume percentage of biodiesel in the finished product and with the statement:
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'This fuel contains biodiesel. Check the owner's manual or with your engine manufacturer

before using."

R20-2-750. Registration Relating to Arizona CBG or AZRBOB
A. Each of the following shall register with the Director prierte before the-first- date-that-the

persen—will-predueceimpert producing, importing, or ebtair obtaining custody of Arizona
CBG or AZRBOB:

1. A refiner whe that produces Arizona CBG or AZRBOB;

2. An importer whe that imports Arizona CBG or AZRBOB;

3. An oxygenate blender whe that blends oxygenate with AZRBOB to produce Arizona
CBG; or

4. A pipeline or third-party terminal whe that has custody of Arizona CBG or AZRBOB.

B. A person listed in subsection (A) shall register on a form prescribed by the Director and shalt

include the following information:

1. Business name, business address, and contact name or position title and telephone number;

2. For each separate refinery and or oxygenate blending facility, the facility name, physical
location, contact name or position title and;-telephone number, and type of facility;

3. For each separate refinery, and oxygenate blending facility, and-fer-eaeh or importer:

a. The location of the records required under this Article. If records are kept off-site, the

primary off-site storage facility name, physical location, and contact name or position

title;-and telephone number; and
b. If an independent laboratory is used to meet the requirements of R20-2-752(F), the
name;- and address of the independent laboratory, and contact name; or position title

and telephone number of the-independentiaboratory- ;
4. If required under 40 CFR 80.76(d), the EPA registration number; and

5. A statement of theregistrant's consent permitting the Department or its authorized agent to

collect samples and access records as provided in R20-2-716.

C. Changes-to-any-informationin A person registered under subsection (B) shall be-sent-te notify
the Director netlaterthan within 10 days after the effective date of the a change in any of the

information provided under subsection (B).

D. If a refiner, importer, or oxygenate blender fails to register under this Section, all Arizona
CBG or AZRBOB produced by the refiner or oxygenate blender or imported by the importer
and transported to the CBG-covered area is presumed nencomphying to be noncompliant

from the date that the registration should have occurred.
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E. The Department shall maintain a listing list of all registered suppliers.

R20-2-751. Arizona CBG Requirements

A. General fuel property and performance requirements. In addition to the other requirements of

this Article and except as provided in subsection (B), all Arizona CBG shall meet the

following requirements and for any fuel property not specified, shall meet the requirements in

ASTM D 4814-04a. The dates in this subsection are compliance dates for servicestation

operators the owner or operator of a motor fuel dispensing site or a anéd fleet ewners vehicle

fueling facility.

FuelProperty/Performance-Standare--—Hnits

1. Sulfur: 566 80 ppm by weight (max)

2. Aromatics: 50% percent by volume (max)

3. Olefins: 25% percent by volume (max)

4. E200: 70-30% percent volume

5. E300: 100-70% percent volume

6. Maximum Vapor Pressure
a. October 1 - Mareh January 31: 9.0 pounds per square inch (psi)
b. February: 13.5 psi

c. March: 11.5 psi

b- d. April: 10.0 psi

e e. May: 9.0 psi

& f. June 1 - September 30: 7.0 psi for CARB Phase 2 gasoline and 7.2 psi for CARB

Phase 3 gasoline

7. Oxygen and Oxygenates
a. Minimum Content:

i. November 1 - Mareh January 31: 10% percent fuel ethanol by volume, If A.R.S. §
41-2124(E) petition in effect: 2.7% percent oxygen by weight (etherthan
ethanel) as approved by the Director.

ii. Apri February 1 - October 31: 09 percent by weight (any oxygenate).

b. The maximum oxygen content shall not exceed 4-8% 3.7 percent by weight for fuel
ethanol and 3-5%by-weight as specified in A.R.S. § 41-2122 for other oxygenates,
and shall comply with the requirements of A.R.S. § 41-2123.
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c. Arizona CBG shall not contain more than 0.3 volume percent MTBE nor more than

0.1 weight percent oxygen from all other ethers or alcohols listed in A.R.S. § 41-
2122.
8. Type 1 Arizona CBG shall meet the Federal Complex Model VOC EmissionsReduetion
Pereentage emissions reduction percentage May 1 through September 15: > 25:0% > 27.5

percent (Federal Complex Model settings: Summer, Area Class B, Phase 2). Type 2
Arizona CBG shall meet CARB Phase 2 or Phase 3 PM requirements.

B. Wintertime requirements. In addition to the other requirements of this Article, the owner or
operator of a motor fuel dispensing site or a fleet vehicle fueling facility shall ensure that

beginning November 2 1 through Mareh January 31 of each year, all Arizona CBG shall-meet
meets the following fuel property requirements. Fhe-dates-in-this-subseetion-are-complianece
Fuel Property Limits

- Subfur 80-ppm-by-weight-(max)

2. Aromatics 30% by volume (max)

3: Oletins 10%by-velume-tmax)

4.90% Distillation Temp. (190) 330 F (max)

5: 50% DistiHattonTemp—150) 220°F (max)

6- MaporPressure 9-0-pstmax)

7. Oxygenate - Ethanol

=

Sulfur: 80 ppm by weight (max);

b2

Aromatics: 30% by volume (max):

[»

Olefins: 10% by volume (max):
90% Distillation Temp. (T90): 330° F (max):
50% Distillation Temp. (T50): 220° F (max);

|+

[

|

Vapor pressure: 9.0 psi (max); and

[~

Oxygenate - Fuel ethanol;

a. Minimum oxygenate content - 10%- percent fuel ethanol by volume;

b. Maximum oxygen content - 4:0% 3.7 percent oxygen by weight, and shall comply with
the requirements of A.R.S. § 41-2123- ; and

c. Alternative exygenates minimum fuel ethanol content may be used if approved by the
Director under A.R.S. § 41-2124(D).
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Fuel ethanol specifications. A person that uses fuel ethanol as a blending component with

AZRBOB or Arizona CBG shall ensure that the fuel ethanol meets the requirements in
ASTM D 4806-04a and the following:

=

A sulfur content not exceeding 10 ppm by weight,

2. An olefins content not exceeding 0.5 percent by volume, and

[«

An aromatic hydrocarbon content not exceeding 1.7 percent by volume.

G-D. General Eleetions elections. Except as provided in subsection (B} (E), all a registered

suppliers supplier shall make an initial election, and a subsequent election each time a change
occurs, before the beginning ef to transport efthe Arizona CBG or AZRBOB. Registered
supphiers A registered supplier shall make the election with the Director on a form or in a

format prescribed by the Director. The election shall state:
1. Whether the registered supplier (at each point where the Arizona CBG or AZRBOB is
certified) will supply Arizona CBG or AZRBOB that complies with Type 1 Arizona CBG,

Type 2 Arizona CBG, or the PM alternative gasoline formulation requirements and, if the

registered supplier will supply Arizona CBG or AZRBOB that complies with the PM

alternative gasoline formulation requirements, whether the registered supplier will certify

using the CARB Phase 2 or Phase 3 model; and

2. For each applicable fuel property or performance standard fer in the election # under
subsection €} (D)(1), whether the Arizona CBG or AZRBOB will comply with the
average standards or per-gallon standards. A registered supplier shall not elect to comply
with average standards unless the registered supplier is in compliance with R20-2-760. (A)
A registered supplier shall not elect to comply with Type 1 Arizona CBG average standards
in Table 1, columns B and C, from September 16 through Nevember+ October 31 and

Apri February 1 through April 30.

B- E. Winter elections. Beginning November 2 1 through Mareh January 31 of each year, a

registered supplier shall ensure that all Arizona CBG or AZRBOB shall-cemply complies

with Type 2 gaseline Arizona CBG requirements or the PM alternative gasoline formulation
requirements under Table 2. Al A registered supphiers supplier shall make an initial election,
and a subsequent election each time a change occurs, before the beginning ef to transport ef

the Arizona CBG or AZRBOB. Registered-suppliers A registered supplier shall make the

election with the Director on a form or in a format prescribed by the Director. The election

shall state:
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1. Whether the registered supplier (at each point where the Arizona CBG or AZRBOB is
certified) will supply Arizona CBG or AZRBOB that complies with the Type 2 gaseline
Arizona CBG or the PM alternative gasoline formulation requirements; and

2. For each applicable fuel property, whether the Arizona CBG or AZRBOB will comply
with the average standards or per-gallon standards.

E: E. Certification as Type 1 Arizona CBG or Type 2 Arizona CBG. Registered-suppliers A
registered supplier shall certify Arizona CBG or AZRBOB under R20-2-752 as meeting all

requirements of the election made in subsection €€} er (D) or (E). For each fuel property,

Type | gaseline Arizona CBG shall comply with the requirements in either column A; or
columns B through D of Table 1, and shall be certified using the Federal Complex Model,
which is incorporated by reference in R20-2-702. For each fuel property, Type 2 gaseline

Arizona CBG shall comply with the requirements of columns A and B (averaging option), or
column C in Table 2. The PM alternative gasoline formulation shall meet the requirements of
subsections (£); (G), and-(H), and (I) and column A of Table 2. A registered supplier may
certify Arizona CBG or AZRBOB using an equivalent test method that the Department

approves using the criteria stated in R20-2-759.

E-G. Certification and Use use of Predictive Model for-Alternative alternative PM-Gaseline
Formulations gasoline formulations.
1. Except as provided in subsections (£} (G)(4) and (H) (1), theuse-of a registered supplier
shall use the PM shall-be as provided in the Predictive Model Procedures.

2. A registered supplier shall certify a PM alternative gasoline formulation with the Director
by either:

a. Submitting to the Director a complete copy of the documentation provided to the
executive officer of the-Califernia-AirResources Boeard CARB according to 13
California Code of Regulations, Section 2264 and subsection (H) (I); or

b. Notifying the Director, on a form prescribed by or in a format acceptable to the
Director, of:

i. The PM alternative specifications that apply to the final blend, including for each
specification whether it is a PM flat limit or a PM averaging limit; and
ii. The numerical values for percent change in emissions for oxides of nitrogen and
hydrocarbons determined in accordance with the Predictive Model Procedures.
3. The A registered supplier shall deliver the certification required under subsection (G)(2) to
the Director before the-beginning-of transpert-of transporting the PM alternative gasoline

formulation.
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4. Restrictions for elections to sell or supply final blends as PM alternative gasoline
formulations.

a. A registered supplier may shall not make a new election to sell or supply from its
production or import facility a final blend of Arizona CBG as a PM alternative
gasoline formulation if the registered supplier has any an outstanding requirerments
requirement under subsection (J) to provide offsets for fuel properties at the same

production or import facility undersubseetion{h.

b. If a registered supplier elects to sell or supply from its production or import facility a

final blend of Arizona CBG as a PM alternative gasoline formulation subject to a PM

averaging compliance option for one or more fuel properties, the registered supplier

may shall not elect any other compliance option, including another PM alternative
gasoline formulation, if an outstanding requirements requirement to provide offsets
for fuel properties exist exists under the provisions of subsection (B (J). This
subsection shall does not preclude a registered supplier from electing another PM
alternative gasoline formulation if:

i. The PM flat limit for one or more fuel properties is changed to a PM averaging
limit, or a single PM averaging limit for which there are is no outstanding
requirements requirement to provide offsets; is changed to a PM flat limit;

ii. There are no changes to the PM alternative specifications for remaining fuel
properties; and

iii. The new PM alternative formulation meets the criteria in the Predictive Model
Procedures.

c. Onee If a registered supplier elects to sell or supply from #s-the registered supplier’s

production or import facility a final blend of Arizona CBG as a PM alternative
gasoline formulation, the registered supplier may shall not use a previously assigned
designated alternative limit for a fuel property to provide offsets under subsection (5
).

d. If a registered supplier notifies the Director under subsection ¢€)-ef (D) or (E) that a
final blend of Arizona CBG is sold or supplied from a production or import facility as
a PM alternative gasoline formulation, all final blends of Arizona CBG or AZRBOB
subsequently sold or supplied from that production or import facility are subject to
the same PM alternative specifications until the registered supplier either:
1. Designates a final blend at that facility as a PM alternative gasoline formulation

subject to different PM alternative specifications; ; or
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ii. Elects, under subsection (&)-or (D) or (E), a final blend at that facility subject to a
flat limit compliance option or an averaging compliance option.
G- H. Prohibited activities regarding PM alternative gasoline formulations.
+ A registered supplier shall not sell, offer for sale, supply, or offer to supply from its the

registered supplier’s production or import facility Arizona CBG that is reported as a PM

alternative gasoline formulation under R20-2-752 if any of the following occur:
& 1. The elected PM alternative specifications do not meet the criteria for approval in the

Predictive Model Procedures: ,

b- 2. The registered supplier is prohibited by subsection (£} (G)(4)(a) from electing to sell

or supply the gasoline as a PM alternative gasoline formulations ,

- 3. The gasoline fails to conform with any PM flat limit in the PM alternative
specifications election; , or

& 4. With respect to any fuel property for which the registered supplier elects a PM
averaging limit; :

i a. The gasoline exceeds the applicable PM average limit in Table 2, column B, and
no designated alternative limit for the fuel property is established for the gasoline
in accordance with subsection (£ (G)(2); or

i b. A designated alternative limit for the fuel property is established for the gasoline
in accordance with subsection (£} (G)(2), and either efthe folowingeecetr: the
gasoline exceeds the designated alternative limit for the fuel property: or when
the designated alternative limit for the fuel property exceeds the PM averaging
limit; and the exceedance is not fully offset in accordance with subsection (5 (J).

H-1. Oxygen content requirements for PM alternative gasoline formulations. AH-alternative PM
gaseline-formulationsfrem A registered supplier shall ensure that from November 1 through
Mareh January 31, all alternative PM gasoline formulations shall-comply with oxygen content

requirements for the CBG-covered area. Regardless of the oxygen content, a registered
supplier shall certify the final alternative PM gasoline formulation shal-be-eertified using the

PM with a minimum oxygen content of 2.0% by weight. A registered supplier may use the

CARBOB Model as a substitute for the preparation of a fuel ethanol hand blend and use the

fuel qualities calculated under the CARBOB Model for compliance and reporting purposes.
+J. Offsetting Fuel-Properties fuel properties and Perfermanee-Standards performance standards.
Eaeh A registered supplier whe that elects to comply with the averaging standards for any of

the fuel properties or performance standards contained in Tables 1 er and 2, or the PM, shall,

from a single production or import facility, complete physical transfer from-the-same
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production-or-tmpert-factity-of certified Arizona CBG or AZRBOB in sufficient quantity to
offset the amount by which the gaseline-Arizona CBG or AZRBOB exceeds the averaging

standard according to the following schedule:

1. Registered-suppliers eleeting A registered supplier that elects to comply with the averaging

standards contained in Table 2 or the PM shall offset each exceeded average standard

within 90 days before or after the beginning ef to transport ef any final blend of Arizona
CBG or AZRBOB from a the production or import facility;
2. Registered-suppliers-eleeting A registered supplier that elects to comply with the averaging

standard for the VOC Emission Reduction Percentage in Table 1, column B, shall offset

an exceedance of the standards standard that occurs from May 1 to September 15 efeach
ealendar-year during that same time period; and
3. Registered-suppliers-eleeting A registered supplier that elects to comply with the averaging

standard for the NOx Emission Reduction Percentage contained in Table 1, column B,

shall offset an exceedance of the summer standard that occurs from May 1 to September

15 ef-each-ecalendar-year during that same time period.

& K. Consequence of failure to comply with averages.
1. In addition to a penalty under R20-2-762, if any, underR20-2-762; a registered supplier

whe that fails to comply with therequirements a requirement of subsection (5 (J) shall
meet the applicable per-gallon standards contained in Table 1, Table 2, or ferany an

alternative PM gasoline formulation, for a probationary period as follows:
a. For a registered suppliers-eleeting supplier that elects to comply with the standards
contained in Table 1, the probationary period begins on the first day of the next

correspending averaging season and ends on the last day of that averaging season if
the conditions of subsection (K)(2) are met;

b. For a registered supphers-eleeting supplier that elects to comply with the standards
contained in Table 2 or the PM, the probationary period begins no later than 90 days

after the registered supplier determines, or receives a notice from the Director, that
the registered supplier did not comply with the requirements of subsection B (J).
Before the probationary period begins, the registered supplier shall notify the
Director in writing of the beginning date of the probationary period. The probationary
period shal-be ends 90 days after its beginning date.

2. A registered supplier smay shall not produce or import Arizona CBG or AZRBOB under an
averaging compliance election until:

a. The registered supplier submits a compliance plan to the Director that includes:
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i. An implementation schedule for actions to correct noncompliance, and

ii. Reporting requirements that document the-plan implementation of the compliance

plans ,

b. The Director approves the plan: ,

c. The registered supplier implements the plan;: , and

d. The registered supplier achieves compliance.

3. If a registered supplier fails to comply with the requirements of subsection (5 (J) within
one year of the end of a probationary period under subsection &9 (K)(1), the registered
supplier shall comply with applicable per-gallon standards for a subsequent probationary
period of two years, or until the conditions in subsection 5 (K)(2) are satisfied,
whichever is later.

a. If a registered supplier elects eemphianee to comply with the Table 1 standards, the
probationary period begins on the first day of the next eerresponding averaging
season.

b. If a registered supplier elects eemplianee to comply with the Table 2 standards or the
PM, the probationary period begins no later than 90 days after the registered supplier
determines, or receives notice from the Director, that the registered supplier did not
comply with the requirements of subsection (B (J). Before the probationary period
begins, the registered supplier shall notify the Director in writing of the beginning
date of the probationary period.

4. If a registered supplier fails to comply with the requirements of subsection (B (J) within
one year of after the end of a probationary period provided under subsection 5 (K)(3),
the registered supplier shall permanently comply with applicable per-gallon standards.

K-L. Effect of VOC survey failure. Each time the-EBG-covered-areafails a VOC survey

conducted under R20-2-760 shows excess VOC emissions in the CBG-covered area, the

VOC emissions performance reduction in R20-2-751(A)(8) and the minimum per-gallon
VOC emission reduction percentage in Table 1, column C shall be increased by an absolute
1.0% percent, not to exceed the VOC percent emissions reduction percentage per-gallon
standard in Table 1, column A.

£ M. Effect of NOx survey failure. Each time the-CBG-eovered-areafails a NOx survey

conducted under R20-2-760 shows excess NOx emissions in the CBG-covered area, the NOx

average emission reduction percentage applicable to the period of May 1 through September

15 in Table 1, column B shall be increased by an absolute 1.0% percent.
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MEN. Subsequent survey compliance. If the minimum VOC emission reductionpereentage or

average NOx emissions reduction percentage has been made more stringent according to

subsection K-er (L) or (M) and the- EBG-eovered-areapasses all emissions reduction

surveys for VOC or NOx for two consecutive years show emissions within the applicable

adjusted reduction percentage in the CBG-covered area, the applicable VOC or NOx

emissions adjusted reduction percentage adjusted-standard shall be reduced by an absolute
1.0% percent beginning in the year following the secend year of the in which the second

compliant survey is conducted. Each standard emissions reduction percentage adjusted under

this subsection shall not be decreased below the following:

1. >25:0% 27 percent for the VOC EmissionReduectionPercentage emissions reduction
percentage, May 1 - September 15, Table 1, column C; and

2.>6.8% percent for the NOx EmisstonReduetionPereentage emissions reduction
percentage, May 1 - September 15, Table 1, column B.

N:O. Subsequent survey failures. If a VOC or NOx emissions reduction percentage is made less
stringent under subsection M) (N) and the-EBG-¢cevered-areafails a subsequent VOC or

NOx survey shows excess VOC or NOx emissions in the CBG-covered area:

1. For a VOC survey failure, the Federal Complex Model VOC emissions reduction
percentage in R20-2-751(A)(8) and the minimum per gallon VOC emission reduction
percentage in Table 1, column C shall be increased by an absolute 1.0% percent, not to
exceed the VOC percent emissions reduction percentage per gallon standard in Table 1,
column A;

2. For a NOx survey failure, the NOx average emission reduction percentage applicable te-the
peried-ofMay 1 through September 15 in Table 1, column B shall be increased by an
absolute 1.0% percent; and

3. Fhe If the VOC or NOx emission reduction percentage forthe-performanece-standard is

increased under subsection (O)(1) or (0)(2), the VOC or NOx emission reduction

percentage shall not be made less stringent regardless of the results result of subsequent
surveys for thatperformanee-standard VOC or NOx emissions.

O-P. Effective date for adjusted standards. If a performance standard is adjusted by operation of
subseetions (K); subsection (L), (M), e (N), or (O), the effective date for the change shalt
begin-with is the beginning of the next averaging season for which the standard is applicable.

Q. Subsections (A)(6)(a), (b), (c), and (f), (A)(7)(a)(i) and (ii), (A)(8). (B). (D)(2). (E), and (I)

will not become effective until Arizona's revised State Implementation Plan regarding CARB

3 and shortening the winter season is approved by EPA.
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R20-2-752. General Requirements for Registered Suppliers

A. A registered supplier shall certify that each batch of Arizona CBG or AZRBOB transported for
sale or use in the CBG-covered area meets the standards in this Article.

B. Fhe A registered supplier shall sign make the certification on a form or in a format prescribed

by the Director. The registered supplier shall include in the certification shall-inelude

information on the shipment volumes, fuel properties as determined under R20-2-759, and

performance standards for each batch of Arizona CBG or AZRBOB. Eereach-bateh

transportedsthe The registered supplier shall submit the certification to the Director on or
before the 15th day of each month for the each batch of Arizona CBG or AZRBOB
transported during the previous month.

C. Recordkeeping and records retention.

1. Each A registered supplier whe that samples and analyzes a final blend or shipment of
Arizona CBG or AZRBOB under this Section shall maintain, for five years from the date
of each sampling, records of the following:

a. Sample date;

b. Identity of blend or product sampled;

c. Container or other vessel sampled;

d. The final blend or shipment volume; and

e. The test results for sulfur, aromatic hydrocarbon, olefin, oxygen, RVP, and as
applicable, T50, T90, E200, and E300 as determined under R20-2-759.

2. A If Arizona CBG or AZRBOB produced or imported by a registered suppliers-that is not
tested and documented as required by this Section, the Director shall be-deemed deem the

Arizona CBG or AZRBOB to have a RVP, sulfur, aromatic hydrocarbon, olefin, oxygen,
T50, and T90 exeeeding that exceeds the standards specified in R20-2-751; or exceeding
the comparable PM averaging limits, unless the registered supplier demonstrates to the
Director that the Arizona CBG or AZRBOB meets all applicable standards-and fuel
property limits for-fuel-properties and performance standards.

3. A registered supplier shall provide to the Director any records maintained by the registered
supplier under this subseetion Section within 20 days of a written request from the
Director. If a registered supplier fails to provide records for a blend or shipment of
Arizona CBG or AZRBOB under-this-Seetion, the Director shall deem the final blend or
shipment of Arizona CBG or AZRBOB shall-be-deemed-supplied in violation of R20-2-

751, unless the registered supplier demonstrates to the Director that the Arizona CBG or
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AZRBOB meets all applicable standards-and fuel property limits fer-fuel properties and
performance standards.
D. Notification requirement. A registered supplier shall notify the Director by faesimile-priorto
the-beginning-of transpert of fax before transporting Arizona CBG or AZRBOB into the

CBG-covered area by a means other than a pipeline.

E. Quality Assurance and Quality Control (QA/QC) Program. A registered supplier shall develop
a QA/QC program to demonstrate the accuracy and effectiveness of the registered supplier's
laboratory testing of Arizona CBG or AZRBOB. The registered supplier shall submit the
QA/QC program shall-be-submitted to the Director for approval at least three months before
transport-of the registered supplier transports Arizona CBG or AZRBOB. The Director shall

approve a QA/QC program only if the Director determines that the QA/QC program ensures

that the registered supplier's laboratory testing procedures comply with R20-2-759 and the

data generated by the registered supplier's laboratory are complete, accurate, and

reproducible. If the registered supplier makes significant changes to the QA/QC program, the

registered supplier shall resubmit the QA/QC program to the Director for review and

approval. Within 30 days of receiving the changed QA/QC program, the Director shall

determine whether the changed QA/QC program meets the original quality objectives. The

Director shall approve the changed QA/QC program if it meets the quality objectives. Instead

of developing a QA/QC program, a registered supplier may eptte comply with the
independent testing requirements of subsection (F).
F. Independent testing.
1. A registered supplier of Arizona CBG or AZRBOB whe that does not eemply-with
subseetion(E) develop a QA/QC program shall conduct a program of independent
sample collection and analyses analysis for the Arizona CBG or AZRBOB produced or

imported, that complies with one of the following:

a. Option 1. A registered supplier shall, for each batch of Arizona CBG or AZRBOB
produced or imported, have an independent laboratory collect and analyze a
representative sample from the batch using the methodology specified in R20-2-759
for compliance with each fuel property er and performance standard for which the
Arizona CBG or AZRBOB is certified.

b. Option 2. A registered supplier shall have an independent testing program for all
Arizona CBG or AZRBOB predueed that the registered supplier produces or
imperted imports that consists of the following:

i. An independent laboratory shall collect a representative sample from each batch;
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ii. The Director or designee shall identify up to 10% of the tetalwamberef samples
collected under subsection (F)(1)(b)(i) for analysis; and

iii. The destgnated independent laboratory shall, for each sample identified by the
Director or designee, analyze the sample using the methodology specified in
R20-2-759 for compliance with each fuel property ef and performance standard

for which the bateh Arizona CBG or AZRBOB is certified.

2. The Director or designee may request in writing a pertien duplicate of the batch sample
collected under subsection (F)(1)(a) or (F)(1)(b) for analysis by a laboratory selected by

the Director or designee. The registered supplier shall submit a duplicate of the sample to

the Director within 24 hours of the written request.

2.3. Designation of IndependentLaberatery independent laboratory.
a. A registered supplier whe that does not eemphy-with-subseetion(E) develop a QA/QC

program shall designate one independent laboratory for each production or import

facility at which the registered supplier produces or imports Arizona CBG or
AZRBOB ispreduced-orimperted. The independent laboratory shall collect samples

and perform analyses according to subsection (F).

b. A registered supplier shall identify the designated independent laboratory to the
Director under the registration requirements of R20-2-750.
c. A laboratory is considered independent if:
i. The laboratory is not operated by a registered supplier or the registered supplier's
subsidiary or employee;
ii. The laboratory does not have any interest in any registered supplier; and
iii. The registered supplier does not have any interest in the designated laboratory.
d. Notwithstanding the restrictions in subseetions subsection F}2HH-threugh-(iH
(F)(3)(c), the Director shall consider a laboratory independent if it is owned or
operated by a gaseline pipeline eempany owned or operated by four or more
producers-orimporters registered suppliers.

e:e. A registered supplier shall not use a laboratory that is debarred, suspended, or

proposed for debarment according to the Government-wide Debarment and
Suspension regulations, 40 CFR 32, or the Debarment, Suspension and Ineligibility
provisions of the Federal Acquisition Regulations, 48 CFR 9(9-4) 9.4.
3- 4. A registered supplier shall eause ensure that its designated independent laboratory te:
a. Reeord Records the following at the time the designated independent laboratory
collects a representative sample from a batch of Arizona CBG or AZRBOB:
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i. The producer's or importer's assigned batch number for the batch beinrg-sampled;

1i. The volume of the batch;

iii. The identification number of the gasoline storage tank ertanks in which the batch
is stored at the time the sample is collected;

iv. The date and time the batch became Arizona CBG or AZRBOB;-and-the-date-and
. | lois coll "

v. The date and time the sample is collected;

- vi. The grade of the batch (for example, unleaded premium, unleaded mid-grade,
or unleaded); and

¥+ vii. For Arizona CBG or AZRBOB produced by computer-controlled in-line
blending, the date and time the blending process began and the date and time the
blending process ended, unless exempt under subsection (G);

b. Retain Retains each sample collected under this subsection for at least 45 days, exeept
unless this time may-be is extended by the Director for up to 180 days upenrequest
by-the Director;

c. Submit Submits to the Director a quarterly report on the 15th day of January, April,

July, and October of each year—TFhereport-shall-inelude that includes, for each
sample of Arizona CBG or AZRBOB analyzed under subsection (F):

i. The results of the independent laboratory's analyses for each fuel property, and
ii. The information specified in subsection 33)(a) (F)(4)(a) for each sample; and
d. Supply Supplies to the Director, upon request, a pertien-duplicate of the sample.
G. Exemptions to QA/QC and IndependentLaberatoryFesting Requirements independent

laboratory testing requirements. A registered supplier whe that produces or imports Arizona
CBG or AZRBOB using computer-controlled in-line blending equipment and is-eperating
operates under an exemption from EPA under 40 CFR 80.65())(4) (iv), is exempt from the
requirements of subsections (E) and (F), previded-that if reports of the results of the
independent audit program of the refiner's registered supplier’s computer-controlled in-line

blending operation, which are submitted to EPA under 40 CFR 80.65(f)(4) (iv), are submitted

to the Director by March 1 of each year.

H. Use of Laberatery-Analysisfor-Certifieation laboratory analysis for certification of Arizona
CBG and AZRBOB.

1. If both a registered supplier and an independent laboratory collect a sample from the same

batch of Arizona CBG or AZRBOB and perform a laboratory analysis under subsection

(F) to determine compliance of the sample with a fuel property, the registered supplier
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and independent laboratory shall use the same test methodology. forthe-same batch-for

complianee-with subseetion-(F);-the The results of the analysis conducted by the
registered supplier shall be used for certification of the Arizona CBG or AZRBOB under

subsection (B), unless the absolute value of the difference between the two laberatery-test

results is larger than one of the following:

Fuel-Property Range
a  Sulfurcontent 25-ppm-by-weight
b Aromaties 2.7% by volume
e Olefins 2.5% by velume
d  Ethanel 0.4% by volume

?
|

TFAME 0:6%byveolume
. tButanelcentent 0-6% by-volume
+ RVP 0-3-psi
a. Sulfur content: 25 ppm by weight:
b. Aromatics: 2.7% by volume;
c. Olefins: 2.5% by volume;
d. Fuel ethanol: 0.4% by volume;
e. RVP:0.3 psi;
f.  50% distillation temperature: ASTM reproducibility for that sample using the slope
from the registered supplier's results;
2. 90% distillation temperature: ASTM reproducibility for that sample using the slope

from the registered supplier's results;
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h. E200:2.5% by volume;
i. E300: 3.5% by volume; or
1. API gravity: 0.3° APL.
2. If the absolute value of the differences-of difference between the results of the analyses

conducted by the registered supplier and independent laboratory is larger than one of the

values specified in subsection (H)(1), the registered supplier shall use one of the

following laberatery-testingresults for certification of the batch of Arizona CBG or

AZRBOB under subsection (B):

a. The larger of the two values for the each fuel property, except that the smaller of the
two values shall be used for measures of oxygenates; or

b. Fheregisteredsupphiershall have Have ene-additional a second independent
laboratory analyze the Arizona CBG or AZRBOB for the each fuel property. If the
laberatery difference between the results obtained by the additional second

independent laboratory and those obtained by the registered supplier is- are within the

range listed in this subsection (H)(1) as-compared-to-theresults-obtained-by-the

registered-supplier, the registered supplier's laberatery-analysis results shall be used
for certifying the Arizona CBG or AZRBOB eettification-under subsection (B).

R20-2-753. General Requirements for Pipelines and Third-party Terminals
A. A pipeline or third-party terminal shall not accept Arizona CBG or AZRBOB for transport
unless:

1. The Arizona CBG or AZRBOB is physically transferred from an importer, refiner,
oxygenate blender, pipeline, or third-party terminal registered with the Department under
R20-2-750; and

2. The registered supplier provides written verification that the gasoline is Arizona CBG or
AZRBOB and complies with the standards in R20-2-751(A) or (B), as applicable,
without reproducibility or numerical rounding.

B. A pipeline or third-party terminal that transports Arizona CBG or AZRBOB shall collect a
sample of each incoming batch. The pipeline or third-party terminal shall retain the sample
for at least 30 days;-exeept unless this time may-be is extended for an individual samples-

sample for up to 180 days upen—reguest by the Director.
C. A pipeline shall conduct quality control testing of Arizona CBG or AZRBOB at a frequency of

notless-than at least one sample from one batch completing shipment per for each registered

supplier per each day at each input location.
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D. A pipeline shall provide the Director with a report summarizing the laberatery quality control
testing results required-in obtained under subsection (C) within 10 days of the end of each
month. The report shall contain the quantity of Arizona CBG or AZRBOB, date tendered,
whether the Arizona CBG or AZRBOB was transported by pipeline, present sample location,
and laboratory analysis results.

E. If any a batch does not meet the standards in R20-2-751(A) or (B), as applicable, but is within
reproducibility, the pipeline shall notify the Director by faesimile fax within 48 hours with of
the batch volume and date tendered, proposed shipment date, whether the batch was
transported by the pipeline, present batch location, and laboratory analysis results.

F. If amy a batch does not meet the standards in R20-2-751(A) or (B), as applicable, including
reproducibility, the pipeline or third-party terminal shall notify the Director by faesimie fax
within 24 hours with of the batch quantity and date tendered, proposed shipment date,
whether the batch was transported by the pipeline, present batch location, and laboratory
analysis results. If the batch is in the pipeline's or third-party terminal's control, the pipeline
or third-party terminal shall step-the prevent release of the batch from a distribution point
until the batch is certified as meeting the standards in R20-2-751(A) or (B), as applicable.

G. Fhe A pipeline or third-party terminal shall develop a QA/QC program to demonstrate the
accuracy and effectiveness of the pipeline's or third-party terminal's laboratory testing. The
QA/QC program for a pipeline or third-party terminals terminal shall include a description of
the laboratory testing protocol used to verify that Arizona CBG or AZRBOB transported to
the CBG-covered area meets the standards in R20-2-751(A) or (B). Fhe A pipeline or third-
party terminal shall submit the QA/QC program to the Director for approval at least three

months before thefirst-date the pipeline or third-party terminal transperts begins to transport
Arizona CBG or AZRBOB. The Director shall approve a QA/QC program only if the

Director determines that the QA/QC program ensures that the pipeline's or third-party

terminal's laboratory testing produces data that are complete, accurate, and reproducible. If a

pipeline or third-party terminal makes significant changes to the QA/QC program, the

pipeline or third-party terminal shall resubmit the QA/QC program to the Director for review

and approval. Within 30 days of receiving the changed QA/QC program, the Director shall

determine whether the changed QA/QC program meets the quality objectives originally

approved by the Department. The Director shall approve the changed QA/QC program if it

meets the quality objectives.

H. A portion of a facility that a third-party terminal uses for production, import, or oxygenate

blending is exempt from this Section, but the third-party terminal shall be-operated operate
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the exempt portion of the facility in compliance with requirements for registered suppliers in

R20-2-752 and oxygenate blenders in R20-2-755, as applicable.

I. A pipeline is not liable under R20-2-761 if it follows all of the procedures in this Section.

R20-2-755. Additional Requirements for AZRBOB and Downstream Oxygenate Blending
A. Application of Arizona CBG standards to AZRBOB.
1. Determining whether AZRBOB complies with Arizona CBG standards.

a. If a registered supplier designates a final blend as AZRBOB and complies with the
provisions of this Section, the fuel properties and performance standards of the final
blend AZRBOB, for purposes of compliance with Fables Table +-er 2, are
determined by adding the specified type-and amount of exygenate fuel ethanol to a
representative sample of the AZRBOB and determining-the-fuel-properties-and
performanece-standards-of testing the resulting gasoline aeeerding-te using the test
methods in R20-2-759 or certifying the ARZBOB using the CARBOB model. If the

registered supplier designates a range of amounts of exygenate-or-more-than-one
oxygenate-type fuel ethanol to be added to the AZRBOB, the minimum designated

amount of the-exygenate-having the-smallest-designated-volume fuel ethanol shall be
added to the AZRBOB to determine the fuel properties and performance standards of

the final blend resulting Arizona CBG. If a registered supplier does not comply with
this subsection, the Department shall determine whether eemphianece-of the final
blend AZRBOB complies with applicable fuel preperty properties and performance
standards, excluding requirements for RVP, shall-be-determined-without adding
oxygenate fuel ethanol to the AZRBOB.

b. In determining whether AZRBOB complies with the Arizona CBG standards, the

registered supplier shall ensure that the fuel ethanol exygenate-added shall-be to the

representative sample under subsection (A)(1)(a) is representative of the exygenate
fuel ethanol the registered supplier reasonably expects will be subsequently added to
the final-blend AZRBOB.

2. Calculating the volume of a-final-blend-of AZRBOB. If a registered supplier designates a
final blend as AZRBOB and complies with this Section, the volume of a-final-blend
AZRBORB is calculated for compliance purposes under R20-2-751 by adding the
minimum designrated amount of the-exygenate-having the smallest-volume fuel ethanol
designated by the registered supplier. If a registered supplier fails to comply with this
subsection, the Department shall calculate the volume of the-final-blend AZRBOB for
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purposes of compliance with applicable fuel preperty properties and performance

standards shall-be-ealenlated without adding the amount of exygenate fuel ethanol to the

AZRBOB.

B. Restrictions on transferring AZRBOB.

1. A person shall not transfer ownership or custody of AZRBOB to any other person unless
the transferee notifies the transferor in writing that:

a. The transferee is a registered oxygenate blender and will add exygenate ef-fuel ethanol
in the types-and amount (or within the range of amounts) designated in R20-2-757
before the AZRBOB is transferred from a final distribution facility, or

b. The transferee will take all reasonably prudent steps necessary to ensure that the
AZRBOB is transferred to a registered exygen oxygenate blender whe that adds the
type-and amount (or within the range of amounts) of exygenate fuel ethanol
designated in R20-2-757 to the AZRBOB before the AZRBOB is transferred from a
final distribution facility.

2. A person shall not sell or supply AZRBOB Arizona CBG from a final distribution facility
if the type-and amount or range of amounts of exygenate fuel ethanol designated in R20-
2-757 have has not been added to the AZRBOB.

C. Restrictions on blending AZRBOB with other products. A person shall not combine any
AZRBOB supplied from the facility at which it the AZRBOB is produced or imported with
any other AZRBOB, gasoline, blendstock, or oxygenate, except for:

1. Oxygenate of Fuel ethanol in the type-and amount (or within the range of amounts)
specified by the registered supplier at the time the AZRBOB is supplied from the
production or import facility, or

2. Other AZRBOB for which the same exygenate-type-and fuel ethanol amount (or range of
amounts) is specified by the registered supplier at the time the AZRBOB is supplied from
the production or import facility.

D. Quality Assurance-Sampling assurance sampling and Festing testing requirements for a
registered supplier supplying AZRBOB from a production or import facility. A registered

supplier supplying AZRBOB from a production or import facility shall use an independent

third-party quality assurance sampling and testing program as described in subsection (E) or

conduct a quality assurance sampling and testing program that meets the requirements of 40
CFR 80.69(a)(7), as it existed on July 1, 1996, except for the changes listed in subsections
(D)(1) through (D)(3). 40 CFR 80.69(a)(7), July 1, 1996, is incorporated by reference and on

file with the Department. A copy may be obtained at the U.S. Government Printing Office,
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Superintendent of Documents, Mail Stop: SSOP, Washington, D.C. 20402-9328. The

material incorporated includes no future editions or amendments.:
1. 40 CFR 80.69(a)(7). The word "RBOB" is changed to read "AZRBOB";
2.40 CFR 80.69(a)(7). "...using the methodology specified in § 80.46..." is changed to read

"...using the methodology specified in R20-2-759...;"s and
3. 40 CFR 80.69(a)(7)(ii). "(within the correlation ranges specified in § 80.65(e)(2)(i))" is
changed to read "(within the ranges of the applicable test methods)."- 40-CER

General requirements for an independent third-party quality assurance sampling and testing

program. A registered supplier may contract with an independent third party that conducts a

quality assurance sampling and testing program for one or more registered suppliers. The

registered supplier shall ensure that the quality assurance sampling and testing program:

1. Is designed and conducted by a third party that is independent of the registered supplier.

To be considered independent:

The third party shall not be an employee of a registered supplier,

|0

b. The third party shall not have an obligation to or interest in any registered supplier,

and

The registered supplier shall not have an obligation to or interest in the third party:

o

b2

Is conducted from November 1 through January 31 on all samples collected under the

program design previously approved by the Director under subsection (G);

[«

Involves sampling and testing that is representative of all Arizona CBG dispensed in the

CBG-covered area;

|+

Analyzes each sample for oxygenate according to the methodologies specified in R20-2-

759;

Bases results on an analysis of each sample collected during the sampling period unless a

[

specific sample does not comply with the applicable per gallon maximum or minimum

standards for the fuel property being evaluated in addition to any reproducibility

applicable to the fuel property;

[

Participates in a correlation program with the Director to ensure the validity of analysis

results;
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Does not provide advance notice, except as provided in subsection (F), of the date or

location of any sampling;

|o°

Provides a duplicate of any sample, with information regarding where and the date on

which the sample was collected, upon request of the Director, within 30 days after

submitting the report required under subsection (E)(10):

o

Permits a Department official to monitor sample collection, transportation, storage, and

analysis at any time: and

10. Prepares and submits a report to the Director within 30 days after the sampling is

completed that includes the following information:

|&

b.

|©

oI o &

=

=

L
k.

Name of the person collecting the samples:

Attestation by an officer of the third party that the sampling and testing was done

according to the program plan approved by the Director under subsection (G) and the

results are accurate;

Identification of the registered supplier for whom the sampling and testing program

was conducted if the sampling and testing program was conducted for only one

registered supplier:

Identification of the area from which the samples were collected;

Address of each motor fuel dispensing site from which a sample was collected;

Dates on which the samples were collected;

Results of the analysis of the samples for oxygenate type and oxygen weight percent,

aromatic hydrocarbon, and olefin content, E200, E300, and RVP, and the calculated

VOC or NOx emissions reduction percentage, as applicable:

Name and address of each laboratory at which the samples were analyzed;

Description of the method used to select the motor fuel dispensing sites from which a

sample was collected:

Number of samples collected at each motor fuel dispensing site; and

Justification for excluding a collected sample if one was excluded.

E. An independent third party that contracts with one or more registered suppliers to conduct a

quality assurance sampling and testing program shall begin the sampling on the date selected

by the Director. The Director shall inform the third party of the date selected at least 10

business days before sampling is to begin.

G. To obtain the Director's approval of an independent third-party quality assurance sampling

and testing program plan, the person seeking the approval shall:
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Submit the plan to the Director no later than January 1 to cover the sampling and testing

period from November 1 through January 31 of each year, and

2. Have the plan signed by an officer of the third party that will conduct the sampling and

testing program.

H. No later than September 1 of each year, a registered supplier that intends to meet the

requirements in subsection (D) by contracting with an independent third party to conduct

quality assurance sampling and testing from November 1 through January 31 shall enter into

the contract and pay all of the money necessary to conduct the sampling and testing program.

The registered supplier may pay the money necessary to conduct the sampling and testing

program to the third party or to an escrow account with instructions to the escrow agent to

release the money to the third party as the testing program is implemented. No later than

September 15, the registered supplier shall submit to the Director a copy of the contract with

the third party, proof that the money necessary to conduct the sampling and testing program

has been paid, and, if applicable, a copy of the escrow agreement.

E- 1. Requirements for oxygenate blenders.

1. Requirement to add exygenate fuel ethanol to AZRBOB. If an oxygenate blender receives
AZRBOB from a transferor to whom the oxygenate blender hasrepresented represents
that exygenate fuel ethanol will be added to the AZRBOB, the oxygenate blender shall
add fuel ethanol to the AZRBOB exygenate-of in the types-and-amount (or within the
range of amounts) identified in the documentation accompanying the AZRBOB.

2. Additional requirements for oxygenate blending at terminals. An oxygenate blender whe
that makes a-final-blend-of Arizona CBG by blending an-exygenate fuel ethanol with any
AZRBOB in a motor fuel storage tank, other than a truck used fer delivering to deliver
motor fuel to retail-outlets-or-bulkpurchaser-consumerfaeilities a retail outlet or bulk-

purchaser consumer facility, shall determine the oxygen content and volume of the

Arizona CBG before shipping, by collecting and analyzing a representative sample of the
Arizona CBG, using the methodology in R20-2-759.

3. Additional requirements for oxygenate blending in trucks. An oxygenate blender whe that
blends AZRBOB in a motor fuel delivery truck shall conduct quality assurance sampling
and testing that meets the requirements in 40 CFR 80.69(¢)(2), as it existed on July 1,
1996, except:for the changes listed in subsections (I)(3)(a) through (I)(3)(¢). 40 CFR
80.69(e)(2), July 1, 1996, is incorporated by reference and on file with the Department. A

copy may be obtained at the U.S. Government Printing Office, Superintendent of
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Documents, Mail Stop: SSOP, Washington, D.C. 20402-9328. The material incorporated

includes no future editions or amendments.

a. 40 CFR 80.69(e)(2). The word "RBOB" is changed to read "AZRBOB":-;"

b -

b. 40 CFR 80.69(e)(2)(iv). "... using the testing methodology specified at § 80.46 ..." is

changed to read "... using the testing methodology specified in R20-2-759...% ;" and
c. 40 CFR 80.69(e)(2)(v). "(within the ranges specified in § 80.70(b)(2)(1);)" is changed

to read "(within the ranges of the applicable test methods)™ ." 40-CER80-69¢(e}(2)-as

4. Additional requirements for in-line oxygenate blending in pipelines using computer-
controlled blending.

a. An oxygenate blender whe that produces Arizona CBG by blending exygenate fuel
ethanol with AZRBOB into a pipeline using computer-controlled in-line blending
shall, for each batch of Arizona CBG produced:

i. Obtain a flow proportional composite sample after the addition of exygenate fuel
ethanol and before combining the resulting Arizona CBG with any other Arizona
CBG;

ii. Determine the oxygen content of the Arizona CBG by analyzing the composite
sample within 24 hours of blending using the methodology in R20-2-759; and

iii. Determine the volume of the resulting Arizona CBG.

b. If the test results for the Arizona CBG indicate that it does not contain the speeified
type-and amount of exygenate fuel ethanol specified by within the ranges of the

applicable test methods, the oxygenate blender shall:

i. Notify the pipeline to downgrade the Arizona CBG to conventional gasoline or
transmix upon arrival in Arizona;

ii. Begin an investigation to determine the cause of the noncompliance;

iii. Collect spet-samples a representative sample every two hours during each in-line
blend of AZRBOB and exygenate fuel ethanol, and analyze the samples with

within 12 hours of collection, until the cause of the noncompliance is determined

and corrected; and
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iv. Notify the Director in writing within one business day that the Arizona CBG does
not comply with the requirements of this Article.
c. The oxygenate blender shall comply with this subsection (I)(4)(b)(iii) until the
Director appreves determines that the corrective action takenundersubseetion(ib
has remedied the noncompliance.

5. Recordkeeping and ReecerdsRetention records retention.

a. An oxygenate blender shall maintain, for five years from the date of each sampling,
records of the following:
i. Sample date,
ii. Identity of blend or product sampled,
iii. Container or other vessel sampled,
iv. Fhe Volume of final blend or shipment velume, and
v. Fhe-exygen Oxygen content as determined under R20-2-759-, and
vi. Results from all testing.

b. The Director shall deem that Arizona CBG blended by an oxygenate blender thatis
and not tested and documented as required by this Section shall-be-deemed-to-have
has an oxygen content exeeeding that exceeds the standards specified in R20-2-751;

or exeeeding exceeds the comparable PM averaging limits, if applicable, unless the
oxygenate blender demonstrates to the Director that the Arizona CBG meets the
standards in R20-2-751.

c. Within 20 days of the Director's written request, an oxygenate blender shall provide
any records maintained by the oxygenate blender under R20-2-755 this Section. If an
the oxygenate blender fails to provide records requested for a blend or shipment of
Arizona CBG under-this-Seetion, the Director shall deem that the final blend or
shipment of Arizona CBG shall-be-deemed-inielation of violates R20-2-751;-or
deemed-to-exeeed exceeds the comparable PM averaging limits, if applicable, unless

the oxygenate blender demonstrates to the Director that the Arizona CBG meets the
standards and limits under R20-2-751.

6. Notification requirement. An oxygenate blender shall notify the Director by faesimile-prior
to-the beginningof transpert-of fax before transporting Arizona CBG or AZRBOB into
the CBG-covered area by a means other than a pipeline.

7. Quality Assuranee assurance and Quality-Centrel quality control (QA/QC) Pregram

program. An oxygenate blender eenduetinglaberatery-that conducts sampling and
analysis testing under subsection ¢(E) (I) in the oxygenate blender's own laboratory shall
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develop a QA/QC program to demonstrate the accuracy and effectiveness of the
oxygenate blender's laberatery sampling and testing of Arizona CBG or AZRBOB. The
oxygenate blender shall submit the QA/QC program to the Director for approval at least
three months before transpert-ef transporting Arizona CBG. The Director shall approve a

QA/QC program only if the Director determines that the QA/QC program ensures that

the oxygenate blender's sampling and testing produces data that are complete, accurate,

and reproducible. Instead of developing a QA/QC program, an oxygenate blender may

optte comply with the independent testing requirements of R20-2-752(F), except that, for
sampling and analysis testing conducted under subsection (E}3) (1)(3), the minimum
number of samples collected and analyzed tested by the independent laboratory shall be
10% of the number of samples required to be analyzed collected and tested under

subsection E)Y3) ().
8. An oxygenate blender that does not eendueting conduct laboratory sampling and analysis

testing required under subsection (£} (I) in its own laboratory shall designate an
independent laboratory, as required described in R20-2-752(F), to conduct all-ef the
laberatery sampling and anabysis testing required under subsection (£} (I)(7).
9. Within 24 hours of the Bireetor Director's or designee's written request, an oxygenate
blender shall submit a pertien duplicate of any sample collected under subsection (E}F)
or-(8) (N(7).
J. Subsection (A)(1)(a) will not become effective until Arizona's revised State Implementation

Plan regarding CARB 3 is approved by EPA.

R20-2-757. Product Transfer Documentation; Records Retention
A. If a person transfers custody or title to any Arizona CBG or AZRBOB, other than when
Arizona CBG is sold or dispensed at a servieestation motor fuel dispensing site or fleet

vehicle fueling facility, the transferor shall provide to the transferee documents that include
the following:

1. Thename Name and address of the transferor;

2. The-name Name and address of the transferee;

3. Fhe-velumeVolume of Arizona CBG or AZRBOB being transferred;

4. Theloeation Location of the Arizona CBG or AZRBOB at the time of the transfer;

5. Fhe-date Date of the transfer;

6. Product transfer document number;

7. Identification of the gasoline as Arizona CBG or AZRBOB;
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8. Fhe-mintmum Minimum octane rating of the Arizona CBG or ARZBOB;

10- For oxygenated Arizona CBG designated for sale for use in motor vehicles from
November 1 through Mareh January 31, the type-and minimum quantity of exygenate
fuel ethanol contained in the Arizona CBG; and

- 10. In-the-easeof If the product transferred is AZRBOB for which exygenate fuel ethanol

blending is intended:

a. Identification of the fuel as AZRBOB;-and a statement that the "AZRBOB does not
comply with the standards for Arizona CBG without the addition of exygenate™; fuel
ethanol;"

b. Fhe-designation Designation of the AZRBOB as suitable for blending with fuel

ethanol:

c. Fuel ethanol amount or range of amounts that the
AZRBOB requires to meet the fuel properties or performance standards claimed by
the registered supplier of the AZRBOB, and the applicable specifications for volume
percent exygenate fuel ethanol and weight percent oxygen content speeitfications; and

d. Instructions to the transferee that the AZRBOB may not be combined with any other
AZRBOB unless i the other AZRBOB has the same requirements for exygenate-type

or-types-and fuel ethanol amount or range of amounts.

B. A registered supplier, third-party terminal, or pipeline may comply with subsection (A) by
using standardized product codes on pipeline tickets if the codes are specified in a manual
distributed by the pipeline to transferees of the Arizona CBG or AZRBOB, and the manual
setsforth includes all required information for the Arizona CBG or AZRBOB.

C. Any transferee in subsection (A), other than a registered supplier, oxygenate blender, third-

party terminal, pipeline, serviee-statior motor fuel dispensing site eperater, or fleet oewner

vehicle fueling facility shall retain product transfer documents for each shipment of Arizona
CBG or AZRBOB transferred during the 24-menth-period months preceding before the most
recent transfer er-delivery. The transferee shall maintain product transfer er-delivery
documents for the 30-day-period days preceding before the most recent transfer er-delivery at

the business address listed on the product transfer document. The transferee may retain
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maintain all remaining product transfer er-delivery-documents for the preceding 24 months
elsewhere but-shall make them-available to-the Director-within two-working daysfrom-th
. : by the Di lesi ‘
D. A servicestation-operater motor fuel dispensing site or fleet ewner vehicle fueling facility

shall retain product transfer documents for each shipment of Arizona CBG delivered
transferred during the 12 months preeedingthatshipment before the most recent transfer. The
decumentation The motor fuel dispensing site or fleet vehicle fueling facility shall maintain
product transfer documents for the three most recent deliveries transfers shal-be-maintained
on the service-station-or-fleet-owners' premises. A-service-station-operator-orfleet-owner The
motor fuel dispensing site or fleet vehicle fueling facility may maintain decumentation the
remaining product transfer documents fortheremainderof-all- deliveries for the 12-menth
perted preceding 12 months elsewhere butshall-make-it-avaiable-to-the Director-withintwe

E. A registered supplier, oxygenate blender, third-party terminal, or pipeline shall retain product

transfer documents for each shipment of Arizona CBG or AZRBOB transferred during the

60-month-period preceding 60 months before the most recent transfer er-delivery. Fransfer-or
delivery The transferee shall maintain product transfer documents made-duringthe 30-day
period for each shipment of Arizona CBG or AZRBOB transferred during the 30 days

preceding the most recent transfer er-delivery-shall-be-maintained at the business address

listed on the product transfer document. Peetments The transferee may maintain all

remaining product transfer documents for-the remainderofall-transfers-or-deliveries for the

preceding 60 months elsewhere shall-be-avatlable-within-twe-werking days{romthe-time-of
by the Di losi .

When a person transfers custody or title of fuel ethanol that is intended for use as a blend

|

component in AZRBOB or Arizona CBG, the person shall provide the transferee a document

that prominently states that the fuel ethanol complies with the standards for fuel ethanol

intended for use as a blend component in AZRBOB or Arizona CBG.

£G. Upon request by the Director or designee, a person shall present product transfer documents

to the Department within two working days of the request. Legible photocopies shal-be of

the product transfer documents are acceptable.

R20-2-758. Adeption-of Fuel-Certification-Models Repealed
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AdrResources Board; P-O-—Box2815-Sacramento,-CA-95812: Except as provided in

subsection (C), a registered supplier or importer certifying Arizona CBG or AZRBOB as

meeting the requirements of this Article shall use one of the methods listed in Table A. A

copy of the EPA- or CARB-approved ASTM methods may be obtained at: American Society

for Testing and Materials, 100 Bar Harbor Drive, West Conshohocken, PA 19428-2959. A

copy of the CARB methods may be obtained at: California Air Resources Board, P.O. Box
2815, Sacramento, CA 95812.

blender or third-party terminal certifying Arizona CBG or AZRBOB before transport to the

CBG-covered area shall measure fuel ethanol in accordance with the oxygenate blender's or

third-party terminal's approved QA/QC program or in accordance with one of the methods

listed in Table A.
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BarHarber Drive West-Conshohocken; PA19428-2959- Rather than using a method listed in
Table A to certify Arizona CBG or AZRBOB, a registered supplier may use the CARBOB

Model and use the fuel-quality measures calculated using the CARBOB Model for

compliance and reporting purposes.

test method that the Department determines is equivalent to those listed in Table A may be

used to certify Arizona CBG or AZRBOB. The Department has determined that test methods

approved by either the EPA or CARB are equivalent test methods. To determine whether a

proposed test method is equivalent to those listed in Table A, the Department shall

thoroughly review data from both the proposed and designated test methods and assess

whether the accuracy and precision of the proposed method is equal to or better than the

accuracy and precision of the designated method and whether there is significant bias

between the two methods. The Department shall approve a proposed test method only if the

Department determines that the accuracy and precision of the proposed test method is equal

to or better than the accuracy and precision of the designated method. A correlation equation

may be required to align the two methods. If a correlation equation is required to align the

two methods, the correlation equation becomes part of the equivalent method.

Subsections (C) and (D) will not become effective until Arizona's revised State

Implementation Plan regarding CARB 3 is approved by EPA.
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Table A. Arizona Department of Weights and Measures Test Methods for Arizona CBG

and AZRBOB

Fuel Units EPA-approved | EPA-approved CARB- CARB-

Parameter Test Method Reproducibility approved | approved
Test Reproducibility
Method

Aromatics V% D 5769-98

V% D 1319-02a* 1.65 D 5580- |14

00

Benzene V% D 3606-99 0.21 D 5580- 0.1409 (X) 1422
00

Olefins V% D 1319-02a 0.32 (x)*° D 6550- | 0.32(X)%*
00 Footnote |

Oxygenates | W% D 5599-00 See test method D 4815- See test method
99

W% D 4815-998 See test method

Vapor 13 CCR

Pressure psi D 5191-01 0.3 Section

(Correlation 2297 0.21

Equation)

Footnote 2

Sulfur wppm | | D2622-98 D 5453- | 0.2217 (x)**
93 wppm
D 2622- 10-30 wppm
94 R=0.405 (x)
(modified) | > 30 wppm R

=0.192 (x)

Distillation | deg F D 86-01 See test method D 86- See test method

150 99ael

Distillation | deg F D 86-01 See test method D 86- See test method
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T90 99acl

A A refinery or importer may determine aromatics content using ASTM D 1319-02a if the result

is correlated to ASTM D 5769-98.

B A refinery or importer may determine oxygenate content using ASTM D 4815-99 if the result is
correlated to ASTM D 5599-00.

Footnotes:

1. Replace the last sentence in ASTM D 6550-00 section 1.1 with the following: “The

application range is from 0.3 to 25 mass percent total olefin, as defined in section 2263(b), Title

13. California Code of Regulations. If olefin concentrations are not detected, substitute one-half

of the detection limit."

2. When determining RVP, the only correlation equation to be used is the CARB (RVP= (0.972
X Ptot) — 0.715).

R20-2-760. Compliance Surveys
A. A registered supplier whe that elects to certify that Arizona CBG or AZRBOB meets any an
averaging standard under R20-2-751 shall eenduet ensure that compliance surveys are
conducted in accordance with a compliance survey program plan approved by the Director.
The Director shall approve a compliance survey program plan if it:
1. Consists of at least four VOC and NOx surveys during-the-period conducted at least one
per month between May 1 through September 15 of each year; and

2. Complies with subsection 1 (J).
B. If a registered supplier fails to eenduet ensure that an approved compliance survey program is
conducted, the Director shall issue an order requiring eemplianee the registered supplier to

comply with all applicable fuel property and performance standards on a per-gallon basis for

atleast six months;-extending or through the end of the survey period identified in subsection
(A)(1), and-endingafterthe-six-month-period which ever is longer. Fherequirementfor

Regardless of when a failure to survey occurs, the Director's order shall require compliance

with per-gallon standards applies from the beginning of the survey period during which the
failure to survey occurs;regardless-of when-the-fatlure-to-survey-occurs-during that period.

C. General compliance survey requirements. A registered supplier shall ensure that a compliance

survey conforms to the following:
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1. A-survey-shall-econsist Consists of all samples that are collected under the applicable an

approved survey design program plan during any consecutive seven-day-period seven
days and that are not excluded under subsection ¥ (C)(4)- ;

2. A-survey-shall-be [s representative of all Arizona CBG being dispensed in the CBG-

covered area as provided in subsection (&) (G);

3. Each Analyzes each sample included in & the compliance survey shall-be-analyzed for
oxygenate type and content, olefins, sulfur, aromatic hydrocarbons, E200, E300, and
RVP according to the methodelogies-speeified test methods in R20-2-759. RVP shall-be
is required to be analyzed during-the-time-pertod-of only from May 1 through September
15-;

4. Fhe-Bases the results of each the compliance survey shall-be-based upon the-results-ofthe
an analysis of each sample collected during the course of the compliance survey, unless a
sample does not comply with the applicable per gallon maximum or minimum standards

for-the fuel property standard being evaluated in addition to any reproducibility that

applies to the fuel property standard- ; and

6- Each [f a laboratory that-analyzes the compliance survey samples, shall-participate the

laboratory participates in a correlation program with the Director to ensure the validity of

analysis results.

|

If the Director determines that a sample used in a compliance survey does not comply with

R20-2-751 or another requirement under this Article, the Director shall take enforcement

action against the registered supplier.

D- E. Theresults-ofeach A registered supplier shall comply with the following VOC and NOx

compliance survey-shal-be-determined-asfoHows requirements:
1. For each compliance survey sample fremthe-survey, determine the VOC and NOx
emissions reduction percentage is-determined based upon the tested fuel properties for

that sample using the applieable methodology for calculating VOC and NOx emissions
reductions at 40 CFR 80.45, as incorporated by reference in R20-2-758 R20-2-702;

2. The CBG-covered area fails the a VOC compliance survey if the VOC emissions reduction
percentage average of all samples collected during that the compliance survey is less than

the per-gallon standard for VOC emissions reduction percentage in Table 1, column A.
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3. The CBG-covered area fails the a NOx compliance survey if the NOx emissions reduction
percentage average of all samples collected during that the compliance survey is less than
the per-gallon standard for NOx emissions reduction percentage in Table 1, column A.

E- E. The A registered supplier shall determine the result results-of eaeh the series of NOx survey

sertes compliance surveys conducted between May 1 and September 15 shall be-determined

as follows:

1. For each compliance survey sample from-a-suarvey-series, the NOx emissions reduction

percentage is determined based upon the tested fuel properties for that sample using the

applieable methodology for calculating NOx emissions reduction under at 40 CFR 80.45,
as incorporated by reference in R20-2-758 R20-2-702; and

2. The CBG-covered area fails the NOx survey-series series of compliance surveys conducted

between May 1 and September 15 if the NOx emissions reduction percentage average for
all compliance survey samples collected during that survey-series time is less than the
Federal Complex Model per-gallon standard for the NOx emissions reduction percentage

in Table 1, column A.

E- G. Eachsurveyprogram-shall General requirements for an independent surveyor conducting a

compliance survey. A registered supplier may have the compliance surveys required by this

Section conducted by an independent surveyor. The Director shall approve a compliance

survey program conducted by an independent surveyor if the compliance survey program:

1. Be-Is designed and conducted by a persen surveyor that is independent of the registered
supplier ¢the-sarveyor). To be considered independent:

a. The surveyor shall not be an employee of any registered suppliers ,
b. The surveyor shall not have ary an obligation to or interest in any registered suppliers-,
and

c. The registered supplier shall not have any an obligation to or interest in the surveyor- ;
2. Be-designed-to-inelade Includes enough samples to ensure that the average levels of

oxygen, RVP, aromatic hydrocarbons, olefins, T50, T90, and sulfur are determined with a

95% confidence level, with error of less than 0.1 psi for RVP, 0.1% for oxygen (by

weight), 0.5% for aromatic hydrocarbons (by volume), 0.5% for olefins (by volume),

5°F. for T50 and T90, and 10 ppm wppm for sulfur;

3. Require Requires that the surveyor :a—Exeept-asprovidedin-subseetion{G); not inform
anyene-in provide advance notice, except as provided in subsection (H), of the date or

location of any survey sampling;
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b—Upen Requires that the surveyor request-of the Direetor; provide a duplicate of any

sample taken during the survey, with information regarding the name and address of the

facility from and the date on which the sample was taken, upon request of the Director,

within 30 days following submission of the survey report required under subsection

(G)(6)=;

[

e—Permit Requires that the surveyor permit a Department official at-any-time to monitor
the-conduet-of the-surveyinelading sample collection, transportation, storage, and
analysis at any time- ;

4. 6. Require- Requires the surveyor to submit a report of each survey to the Director; within

30 days folowingcompletion-of-thesurvey—to-the Dircetor—Thereport-shallinelude after

sampling for the survey is completed that includes the following information:

a. Fhe-name Name of the person conducting the survey;
b. An-attestation Attestation by an officer of the surveying-ecempany surveyor that the
survey sampling and testing was conducted according to the compliance survey

program plan and the sarvey-results are accurate;

c. If Identification of the registered supplier for whom the compliance survey was

conducted if the compliance survey was conducted for only one registered supplier;
he identificati el lier:

d. Fhe-identification Identification of the area from which gaseline survey samples were
selected;

e. Fhe-dates Dates on which the survey was conducted;

f. The-address Address of each facility at which a gaseline sample was collected, and the
date of collection;

g. Fheresults Results of the anabyses analysis of samples for oxygenate type and oxygen
weight percent, aromatic hydrocarbon, and olefin content, E200, E300, and RVP, and
the calculated VOC or NOx emissions reduction percentage, as applicable, for each
survey conducted during the period identified in subsection (A)(1);

h. Fhe-name Name and address of each laboratory where gaseline at which samples were

analyzed;
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1. A-deseription Description of the methedelogy method used to select the lecationsfor

facilities from which a sample eellection was collected and-the numbers-ofsamples
colleeted;

J-  Number of samples collected from each facility:;

fk. Fer Justification for excluding a collected sample anysamples-that-were-exeladed
from the survey, ajustification-for-the-exelasion if one was excluded; and
kl. Fhe-average Average VOC and NOx emissions reduction percentage.

G-H. Eachsurvey-shall be-ecommeneed An independent surveyor shall begin each survey on a

date selected by the Director. The Director shall notify the surveyor of the date selected at

least 10 business days before the beginning-date-of the survey is to begin.
H-1. Fhe procedureforseeking DPireetorTo obtain the Director’s approval fera of a compliance

survey program plan is, the person seeking approval shall:

it Submit the plan to the
Director for-the-Director's-approval no later than January 1 to cover the survey period of
May 1 through Mareh3+ September 15 of each year; and
2. Fhesurvey-program Have the plan shall-be signed by a corporate officer of the registered
supplier; or-in-the-case-of a-comprehensive-survey programplan; by an officer of the
organization-coordinating the survey-program independent surveyor.
+J. No later than April 1 of each year, the a registered supplier's eontract-with-the-surveyor

supplier that intends to meet the requirements in subsection (A) by contracting with an

independent surveyor to earry-out conduct the entire compliance survey plan for the next
summer and winter season shall be-in-effeet; enter into the contract and the-registered-suppher
shall pay an-ameunt all of the money necessary to earry-eut-the-entire conduct the compliance

survey plan. Fe-the-surveyeror The registered supplier may pay the money necessary to
conduct the compliance survey plan to the independent surveyor or to place-the-meney-inte

an escrow account with instructions to the escrow agent to pay release the money ever to the

independent surveyor during-the-course-ofthe-conduetof as the compliance survey plan is

implemented. No later than April 15 preceding-the-periodin-which-asurvey-will-be
condueted, the registered supplier shall give submit to the Director a copy of the contract with

the independent surveyor, proof that the money necessary to earry-eut conduct the
compliance survey plan has either been paid te-the-surveyor-orplacedinto-an-eserow-account,
and, if placed-into-an-eserew-acecount applicable, a copy of the escrow agreement.
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Table 1. Type 1 Gaseline Arizona CBG Standards

Table 1 will not become effective until Arizona's revised State Implementation Plan

regarding CARB 3 and shortening the winter season is approved by EPA.

Non-averaging

_ Averaging Option
Option
A B C D
Per-Gallon Minimum | Maximum
Performance Standard/Fuel Property** o Average
(minimum) (per-gallon) | (per-gallon)

VOC Emission Reduction (%)

>27.5 >29.0 >25.0 N/A
May 1 - Sept. 15
NOx Emission Reduction (%)

>5.5 >6.8 N/A N/A
May 1 - Sept. 15
NOx Emission Reduction (%)
Sept. 16 - Nev=— October 31 and Aprit

P >0.0 N/A N/A N/A
February 1 - April 30***
Oxygen content: fuel ethanol, (% by
weight unless otherwise noted)
Nov. 2 1- Mareh January 31*%* N/A N/A N/A N/A
April February 1 - New—+October 31 0.0* N/A 0.0 4:03.7
Oxygen content: other than fuel ethanol,
(% by weight) N/A
N° y21 ® R N/A N/A N/A 2l
ov. 2 1 - Mareh January :
B 0.0 N/A 0.0

April February 1 - New—+October 31 lololol

* Maximum oxygen content sauast shall comply with the EPA oxygenate waiver requirements and

with A.R.S. § 41-2122.

** Dates represent compliance dates for service-stations-and-fleet ewners the owner of a motor

fuel dispensing site or a fleet vehicle fueling facility.

*** Registered-suppliers A registered supplier shall certify all Arizona CBG as Type 2 gaseline

Arizona CBG meeting the standards in Table 2 beginning November 2 1 through Mareh January

31.
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***% Ag specified in A.R.S. § 41-2122.

Table 2. Type 2-Gaseline Arizona CBG Standards

Table 2 will not become effective until Arizona's revised State Implementation Plan

regarding CARB 3 and shortening the winter season is approved by EPA.

Non-averaging

Averaging Option .
Option
A B C
Maximum Flat Standard *
Averaging )
Fuel Property Standard (per gallon | Units of Standard
Standard* )
(per gallon) maximum)
Parts per million
Sulfur Content 80/30 30/15 40/20 .
by weight
Olefin Content 10.0 4.0 6.0 % by volume
90% Distillation Degrees
330 290/295 300/305
Temperature (T90) Fahrenheit
50% Distillation Degrees
220 200/203 210/213
Temperature (T50) Fahrenheit
Aromatic Hydrocarbon
30.0/35 22.0 25.0 % by volume
Content
Oxygen content: fuel
ethanol®**® **
Nov. 2 1 - Mareh January
31 10% fuel 10% fuel
-- % by vol.
Apri February 1 - Nev—+ ethanol** ethanol** )
-- % by weight
October 31 27 27*x% 37
The maximum oxygen
content EtOH year around
Oxygen—content—otherthan
e{haﬂel****
Nov2—Mareh 3+ 3. 5xk% - 3 Skxk %-by-weight
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April I Nev.t 27 [ = [ 23| % by weight

* Instead of the standards in columns B and C, a registered supplier may eleette comply with the
standards contained in column A, and R20-2-751(F), (G), and (H) for the use of the PM.

** Maximum oxygen content shall comply with the EPA oxygenate waiver requirements.

#%% Non-ethan

A registered supplier shall certify all Arizona CBG using fuel ethanol as the oxygenate beginning
November 2 1 through Mareh January 31. Alternative exygenates-fuel ethanol contents not less

than 2.7% total oxygen may be used if approved by the Director under A.R.S. § 41-2124(D).
NOTE NOTES: Dates represent compliance dates for service-stations-and-fleet-owners the owner

of a motor fuel dispensing site or fleet vehicle fuel facility.

Standards shown in the form of x/y denote standards for CARB Phase 2/ Phase 3 gasolines.
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